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COOLANT THROUGH HOLDERS

Double-Clamp-JCT

Coolant-Through Turning Holders

Discharges coolant in three directions to improve chip control and lengthen tool life for a wide
variety of workpieces including steel, hardened material and difficult-to-cut material

Superior Chip Control Performance

Special coolant-through structure designed by careful simulation and analysis technology

Double-Clamp

Advantages of Internal Coolant

Discharges Coolant towards the Cutting Edge

Firm insert clamp and easy to use in single operations
High-density coolant supply close to the cutting edge

Unique Nozzle Shape

Provides coolant to a wide area of the insert surface

O : Coolant Hole

Discharges coolant in three directions
and the cutting edge stays cool

Internal Coolant Provides Longer Tool Life and Excellent Chip Control

Extended Tool Life

Wear Resistance Comparison (internal Evaluation)

Internal Coolant (1,015 psi)  External Coolant (58 psi)

Cutting Conditions: Vc = 820 sfm, f = 0.079 ipr, D.O.C. = 0.079", Wet
CNMG432 Insert Workpiece: 4137
External Turning After Machining 42.2 min

0! KYOCERG

Improved Chip Control

Chip Control Comparison (Iinternal Evaluation)

Internal Coolant (1,015 psi) External Coolant (58 psi)

Cutting Conditions: Vc = 660 sfm, f = 0.002 ipr, D.O.C. = 0.020", Wet
DNMG432 Insert Workpiece: 4131 External Turning

800.823.7284

Visit us online at KyoceraPrecisionTools.com



EXTERNAL TOOLHOLDER IDENTIFICATION SYSTEM

R : Round
A Anchor Pin Style S : Square
C : Clamp Only T : Triangle
D : Double Clamp C : 80" Diamond
M: ﬁ'i’:‘;ii”d D : 55 Diamond

P : Lock Pin Only
(or Lever Lock)

V : 35" Diamond

S : Screw Only

W : 80" Trigon

W : Wedge Only

R : Round

@ Clamping System

@ Insert Shape

—

’—1

This position shall be a significant number
which indicates the holder cross section.

For square shanks this number will represent
the number of sixteenths of width and height.
For rectangular holders the first digit
represents the number of eighths of width and
the second digit the number of quarters of
height, except the following toolholder:

1-1/4 x 1-1/2 which is given the number 91.

LENGTH AND WIDTH

LENGTH AND SIDE

A - 4.000 Back and End

M - 4.000 Front and End

B - 4.500 Back and End

N - 4.500 Front and End

C - 5.000 Back and End

P - 5.000 Front and End

D - 6.000 Back and End

R - 6.000 Front and End

E - 7.000 Back and End

S - 7.000 Front and End

F - 8.000 Back and End

T - 8.000 Front and End

G - 5.500 Back and End

U - 56.500 Front and End

*NOTE: All qualified dimensions are given to a
a master gauge insert
radius based on the standard shown.

tolerance of 0.003" over

Insert I.C. Radius
1/4" - 5/16" 0.015"
3/8"-1/2" 0.031"
5/8" - 3/4" 0.047"

1" 0.062"
Qualified Control

Number of 1/8ths on 1/4" I.C. and over.

® Toolholder Shank Size

@ Insert Size I.C.

—

anss D C L N R 16_. 4 D
(inch)
so D C L N R 20 20 K _12
(metric)
v ® ® ® ® © G
| _ ] E— ]
[
® Cutting Edge Angle @ Insert Relief Angle ® Shank Height @ Shank Width Others
A B B Shank Height Shank Width Optional Code
(mm) (mm) Optional Mark
3 : < or Number
a
T n B : 5° Positive
C: 7" Positive ‘
E F H o P
D15 Positive Toolholder Length (mm) ® Insert Size
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ﬂ
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800.823.7284
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E : 20° Positive

N : 0’ Negative

P : 11° Positive

(mm)

P

X <SE<CcHO®D

1200
1250
1300
1350
1 400
450
: 500
: Special

A :32 J 110
B :40 JX 120
C :50 K :125
D :60 L :140
E :70 M :150
F :80 N :160

(® Hand of Tool G 90 P 2170
H :100 Q :180

R : Right-hand

L : Left-hand

N : Neutral

* Specifications may change without prior notice.
* Due to the installation size constraints on the machine, the toolholder length
of some products may not match with the symbol.
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PRODUCT LINEUP

M General Purpose Turning Holders

CN.. WN.. TN.. DN. RC.. RN.. VN.
Applicable
Insert
Shape O ©
I~ f External / Facing /
Application External / Facing Copying / Undercutting
Cutting Edge Angle 95° 105° Special 117.5°
T T g ~ J N
Lever Lock —\ = A_-
, b ;
(Pin Lock) &) !
PCLN PWLN PDHN PRGC PRXC PRGN PVPN (Pin Lock)
Ref. Page = D9 = D27 = D13 = D25 = D25 = D25 = D24
Wedge Lock
Ref. Page
Double Clamp i Y‘%\
12 M
DCLN (-JCT) DWLN (-JCT) DDHN DVPN (-JCT)
Ref. Page = D8 = D26 = D12 = D20, D21
Multi-Lock h
MCLN
Ref. Page = D8
VN.. TN.. SN.. SN.. TN.. SN.. TN..
Applicable
Insert
. q q External / Facing ;
Application External / Copying External / Chamfering Chamfering External Facing
Cutting Edge Angle 72.5° 95° 60°
— —
Lever Lock
(Pin Lock)
PVVN PVLN
(Pin Lock) (Pin Lock)
Ref. Page = D24 » D24
A\
Wedge Lock '@
WTEN
Ref. Page + D18
Double Clamp —a
DVVN (-JCT) |DVIN (-JCT)/DVLN| DDJN (-JCT) DSBN
Ref. Page  ® D20, D21 = D20, D21 = D12 = D14 » D16
o [ I
Multi-Lock &b %
MVVN MVJN / MVLN MDJN MSSN
Ref. Page = D22 = D22 = D13 = D14

0! KYOCERG

800.823.7284

Visit us online at KyoceraPrecisionTools.com



PRODUCT LINEUP

M Toolholders for Ceramic Tools

- . X . External / Facing /
Application External / Facing External / Copying External / Chamfering Chamfering A
Cutting Edge Angle 95° 97.5° Special 93° Special 45° 45°
gy - B
ERGY Y - -
Top Clamp \@)A ‘@)A .
CCLN /HCLN CELN CRSN / HRSN CDJN CRDN / CRDC CSDN / HSDN CSSN C
Ref. Page = D32 = D33 » D37 » D33 = D37 = D35 » D35
Application External Facing
T
Cutting Edge Angle 75° 85° 93° 5° 15° -3° ,Q §
9=
a5
Top Clamp T T ©
E
CSRN / HSRN CS-N CTJN CSYN CSKN CTUN
Ref. Page = D35 = D35 = D36 = D35 =+ D35 =+ D36
F
B Toolholders for Solid CBN Tools
- . . ) External / Facing /
Application External / Facing External / Copying External / Chamfering Chamfering External G
Cutting Edge Angle 95° Special Special 45° 45° 75° 93°
L — O
Top Clamp "’A H
CCLN-A CRSN-A CRDN-A CSDN-A CSSN-A CCRN-A CSRN-A CTJN-A
Ref. Page = D38 = D39 = D39 = D41 » D41 = D38 = D40 » D42 J
Application Facing
Cutting Edge Angle 15°
K
Top Clamp T ©
M
CSKN-A
Ref. Page = D40
N
B Toolholders for Bearing Machining
o - Round
Application External Application Chamfering P
Cutting Edge Angle Special Cutting Edge Angle Special
Lever Lock - Top Clamp R
PRGC-BE CBSN
Ref. Page = D43 Ref. Page = D44 T

800.823.7284
Visit us online at KyoceraPrecisionTools.com {g KHDEERE D5
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CLAMPING SYSTEM

B Clamping System

Series Design Features Series Design Features
@ ¢ Rigid Clamping
Combinati f Top Cl d
* Negative Insert : Medium to ‘ Pi?wwliolglj on o Top Liame an
Top Clamp Heavy Machining (Mainly for Multi-Lock
©) Ceramic Insert) (M) * Rigid Clamping
I' * Positive Insert : Low Cutting * Heavy Machining
Double
Clam « Firmly clamp the insert in two Lever Lock * Easy Insert Replacement
©) P directions with one action. (P) o General Use
Pin Lock Wedge * Rigid Clamping
¢ Easy Insert Replacement Lock
(P) (W) * Heavy Machining
Screw ¢ Simple Mechanism
Clamp % * Fewer Parts
(S) ¢ Finishing to Medium Machining

® Lever Lock

(@

Lock Screw

0! KYOCERG

With Shim

Punch
(To Install Shim Pin)

PCLN

PWLN

PTGN / PTFN / PTLN

PDJN / PDHN

PSBN / PSKN / PSSN / PSDN
PRGN

PRGC / PRXC

Without Shim

[ PTGN-11 / PTFN-11 ]

800.823.7284

Visit us online at KyoceraPrecisionTools.com




CLAMPING SYSTEM

® Double Clamp

A
DCLN B
Insert DDJN / DDHN
DSBN
Shim Screw DTGN
DVLN /DVJN/DVPN / DVVN c
DWLN
Shim

SH3ATOH
ONINYNL

E
® Wedge Lock
o/ .
\|’ Insert
é Clamp Set Spacer (To Keep Chips Out)
i G
H
J
| K
WWLN % WTEN
Shim Nut Shim Nut
M
® Multi Lock ® Top Clamp
Clamp Set
N
P
R
CCLN /HCLN
CTJN / CTUN T
CDHN / CDJN
CELN

CSRN/HSRN / CS-N / CSKN
CSYN / CSSN / CSDN/HSDN
*CRSN /HRSN / *CRDN/ CRDC

* Chipbreaker is not included with CRSN / CRDN.

800.823.7284
Visit us online at KyoceraPrecisionTools.com {g KHDEERE D7



TURNING
HOLDERS

EXTERNAL TOOLHOLDERS [CN INSERT] Double Clamp / Multi-Lock

B DCLN (External / Facing)

S Side Rake Angle: -6°
w 0 Angle of Inclination: -6°
= ©
$
LH F ® Applicable Inserts
Toolholder Insert
W . DCLN%....12-4B CNDA
* DCLN®....16-4D  CNLCIG | 43..
« Right-hand shown DCLN%..-12  ON-M
B DCLN-JCT (External / Facing, Jet Coolant-Through) Pressure Resistance: up to 4,350 psi
\ Side Rake Angle: -6°
T | lHBKW Angle of Inclination: -6°
ANTe ] .
& LH
LF LF
® Applicable Inserts
LLT N Toolholder Insert
I ) I| I T
|| RN [HBH \G1/8 MHD CNICJA
~euel o DCLN™..-12JCT CONCG | 43..
* Right-hand shown Fot Fig:2 CNEM
® Toolholder Dimensions JCT Coolant Connections and Pipe Parts & D10~D11
Spare Parts
Stock Dimensions [m) Pipe Connection - . . Wrench
_ g% > Clamp {+rwith O-Ring Spring | Shim | Shim Screw| Wrench {Sold Separateh)
= e R
Part Number S £5 ; @
5§ © [e) =
RIL | H HFHBH B HBKW LF LH WFMHD® o & / - For
LJCT é Clamp | U shim
DCLN"% 12-4B ®® 075075 075 4.50/1.30/1.00 2DG-44
inch - - - /32 - CP-3D - CS-3D | SP-3D |, SB-4085TR | LW-3 FT-15
16-4D ®® 1001.00 1.00 6.001.26/1.25 DC-44-C
DCLNFL 2020K-12 [ 2 ) 20 | 20 20 125 33 | 25 2DC-44
mm - = - - 08| - CP-3D - CS-3D | SP-3D |, SB-4085TR | LW-3 FT-15
2525M-12 o0 25 | 25 25 150 32 | 32 DC-44-C
DCLN% 12-4BJCT @ @  0.750.75/0.23/0.75 0.26 4.50/1.06/1.00/3.87 Fig.1 2DG-44
inch 1/32 —— CP-3D-%-JCT FP-12 CS-8D-TR SP-8D |, o7y, | SB-4085TR - FT-15
16-4DJCT [ 2 ) 1.001.00 - 1.000 - |6.00/1.06 1.25/5.37 Fig.2 has
DCLN% 2020K-12JCT @ @ 25 25 5 20 7 125/ 27 25 109 Fig.1 2DG-44
mm 0.8 —— CP-3D-%-JCT FP-12 CS-8D-TR SP-8D |, 0%y, | SB-4085TR - FT-15
2525M-12JCT| @ @ 2525 - |25 - | 150| 27 | 32 134 Fig.2 44

*1' O-ring (SS-035) is available to order separately
*2 When using inserts with a corner-R (RE) greater than 1/16", additional modifications of the shim are necessary in order to prevent workpiece and shim from interfering with each other
*3 This shim is required for SX chipbreaker inserts (sold separately)

B MCLN (External / Facing)

Side Rake Angle: -6°
Angle of Inclination: -6°
= p ® .
® Applicable Inserts
“%5,_7 Toolholder Insert
LF MCLN....-12-4B 43
MCLN%....-16-4D | o\
: x _MCLN%.-16-5D ON'G
MCLN#....-20-5D  CNTM
® Right-hand shown MCLN#....-20-6D 64..
® Toolholder Dimensions
- Spare Parts
) ) T -
Stock Dimensions oL Clamp Clamp Wrench Shim =il Lock Pin = Wrench
S o Screw Screw
Part Number Unit 2 S
g2 U
R L HHFBLFLHWFCD% \\Q&\\@ @/ = =
38 Q — = =/
MCLN - 0.75 | 0.75 | 0.75 | 4.00 | 1.190  1.00
(BN e o0 1/32 | CL-20 XNS-48 LW-125 ICSN433 S-46 NL46 LW-094
16-4D [ BN ) 1.00 | 1.00 | 1.00 | 6.00 |1.260| 1.25
- inch 1.00 | 1.00 | 1.00 | 6.00 | 1.375| 1.25
16-5D ® 8 i 1/32 | CL-12 XNS-510 LW-156 ICSN533 S-58 NL58 LW-125
20-5D [ BN ) 125 1.25 | 1.25 | 6.00 | 1.375| 1.50
20-6D o O 125 1.25|1.25 6.00 1500 1.50 | 1/32 | CL-12 XNS-510 LW-156 ICSN633 S-68 NL68 LW-140

Applicable Inserts ® D9
(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)

{g I(HDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



EXTERNAL TOOLHOLDERS [CN INSERT]

B PCLN (External / Facing)

Lever Lock

Side Rake Angle: -6°
Angle of Inclination: -6°
- X o
5
950 ® Applicable Inserts
LH
LF Toolholder Insert
=\ PCLN"%....12-4B CNCA
CNOIG | 43..
s — . PCLN®....16-4D | CNCIM
PCLN*....-09 CNOG | 33..
PCLN®....-12 CNDA | 43..
CNCIG
* Right-hand shown PCLN%....-16 CNCM | 54..
® Toolholder Dimensions
Spare Parts
Stock Dimensions m
g o Lever Lock Screw Shim Shim Pin Punch Wrench
o
Part Number Unit 25 S = FH
£ c =
R L H HF B LF LH WF ®3& = @/ @ %
© S —
- - Lw
PCLN® 12-4B [ 075 075 | 0.75 | 450 | 1.06 = 1.00 LC-42N
inch 1/32 LL-2N LS-2N *2 | C-42N-20 LSP-2 pC-2 LW-3
16-4D [ 1.00  1.00 1.00 | 6.00 | 1.06  1.25 *$LC-42N-C
PCLN®. 1616H-09 [ N ) 16 | 16 | 16 | 100 | 22 | 20
2020K-09 o o 20 | 20 | 20 | 125 22 25 | 08 LL-1N LS-1N LC-32N LSP-1 PC-1 FH-2.5
2525M-09 [ BN J 25 | 25 | 25 150 @ 22 | 32
PCLN% 1616H-12 [ 16 | 16 | 16 | 100 | 27 | 20
2020H-12' @ 20 | 20 20 | 100 | 27 | 25
mm LC-42N
2020K-12 o o 20 | 20 | 20 | 125 27 25 | 08 LL-2N LS-2N *2LC-42N-20 LSP-2 pC-2 LW-3
*3LC-42N-
2525M-12 [ BN ] 25 | 25 | 25 150 @ 27 | 32 C C
3225P-12 [ BN ] 32 | 32 25 170 27 | 32
PCLN% 2525M-16 @ @ 25 | 25 | 25 150 82 32 LC-53N
08 LL-5N LS-4N 5 C-B5N-C LSP-3 - LW-3
3232P-16 [ BN ] 32 32 32 | 170 | 32 40

*' Short shank type.
*2 When using inserts whose corner-R(RE) is greater than 1/16", purchase this shim (sold separately) to prevent workpiece and shim from interfering with each other.
*3 This shim is required for SX chipbreaker inserts.

® Applicable Inserts

Medium-Roughing /|

@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog)
Contact your local Kyocera sales engineer to upgrade old products to new technology

Application Finishing Finishing-Medium Finishing Finishing-Medium | Finishing-Medium | Finishing-Medium | Medium-Roughing | Medium-Roughing | Medium-Roughing High Feed Rate
WF (Wiper) WE (Wiper) PP PQ cQ GS PT
AN L) - P
-~
Insert @ " {‘F};’b
\/ V
Size 43.. 43.. 43.. 43.. 43..,54.. 43..,54.. 33.., 43.. 43.., 54..
Ref. Page + B16 » B16 + B16 » B16 » B17 »B17 »B17 » B18
. ’ ; Single Sided / Roughing / P h Soft Steel / Soft Steel / Soft Steel / Soft Steel / Stainless Steel /
hrgleiien)  (REUEI RBUEHAE, High Feed Rete ARG gl Small D.O.C. Finishing Medium Roughing Finishing
Standard PH i XF XP XQ
AN /x\ 3 7,
= ke ¥
Insert @ "O, ® o~
Size| 43..,54..,64.. 43..,54..,64.. 43..,54.., 64.. 33.. 33..,43. 43.. ..
Ref. Page » B18 + B18 = B19 ® B22 » B22 + B19 » B19 » B20
e Stainless Steel/ | Stainless Steel /
Application Medium-Roughing | Medium-Roughing Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron
KG GC Without Chipbreaker | Ceramic
Insert )
Size 43.., 54.., 64.. 43.. .. .. 43..
Ref. Page = B20 = B20 = B21 =» B21 = B21 = B21 =» B21 » B21 =» B108
- Non-ferrous Non-ferrous Non-ferrous Heat-Resistant | Heat-Resistant Alloy | Heat-Resistant Alloy .
Amglieziiam Metals Metals Metals Alloys Roughing Roughing e it
sQ SG -SX CBN
" - \
Insert @
Size 43.. .. 43..,54.., 64.. 43..,54.., 64.. 43..,54..,64.. 43..
Ref. Page ® B22 » B22 ® 023 » B20 » B20 » B21 » C6, C7

Recommended Cutting Conditions ® D45-D46

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com
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COOLANT THROUGH HOLDER PIPING PARTS

Easy Coolant Connections

Easy Connection with High Pressure Hose and Joint

2 Washer - Even without a high pressure pump,
internal coolant can be used at a normal pressure

1. Banjo Bolt | - Banjo bolt available for angled hose connection and can be

- I Yo used in a variety of machines

TURNING
HOLDERS

Piping Installation Guide

1. Joint / Banjo Bolt 3. Hose 1. Joint / Banjo Bolt
2. Washer 2. Washer

2 1 1 2
UNF3/8 ST 3 ST UNF3/8 a0 =

G1/8™ o UNF3/8 TUNF/E T T G/s A
M10
G1/8 .
e -®
2 1 1 2 JCT
. (AN . AN) . , Toolholder
el O e ) — A
M10 = -~

% G1/8

©® Improved performance and stable machining with internal coolant even with low pressure

Pressure Range Tool Life Chip Control Notes
~ 290 psi (Low Pressure) Good Poor Tool life is improved even when machining with low pressure coolant systems
290 psi ~ 1,015 psi (Medium Pressure) Excellent Good Improved tool life and chip control performance
1,015 psi ~ 2,175 psi (High Pressure) Excellent Excellent Chips become smaller and are easily evacuated
2,175 psi ~ 4,350 psi (Extra High Pressure) Excellent Excellent Chips are smaller and high-speed machining of heat-resistant alloys is possible
(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)

D 1 O {g I(I_'IDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



COOLANT THROUGH HOLDER PIPING PARTS

Piping Parts A

Optional Piping Parts Available 1. Joint / Banjo bolt x 2
Choose from parts below to match your machine specifications 2. Washer x 2-4 B
3. Hose x 1
1. Joint/ Banjo Bolt Pressure Resistance: up to 4,350 psi
Thread Standard c
Shape Part Number Stock Holder /
Machine Connection
I
£
UNF3/8 G1/8 (M10) lw i3
/—‘—1 J-G1/8-UNF3/8 ° G1/8 % =
E_ W ke 1 R
. J-M10X1.5-UNF3/8 @ M10X1.5
E
Banjo Bolt (for Angle Hose) G1/8 (M10) BB_G1 /8 [ G1/8
:] OF=_—
m j 243 BB-M10X1.5 ° M10X1.5 F
G
2. Washer Pressure Resistance: up to 4,350 psi
Shape Part Number Stock
H
/"/ ;\* §
) 71711 WS-10 [ ]
\\v/ |_ol0 | J
215
*Use 2 washers for a banjo bolt
K
3. Hose Pressure Resistance: up to 4,350 psi
Dimensions (mm)
Shape Part Number Stock Thread Standard M
L
HS-ST-ST-200 (] 200
@ o UNF3/8 UNF3/8
HS-ST-ST-250 @ 250 N
HS-ST-AN-200 ( . 200
F UNF3/8 (Banjo Bott)
HS-ST-AN-250 @ ! 250
P
HS-AN-AN-200 8 @ ) ) 200
o o HSAN-AN-250| (Banjo Bol) (Banjo Bolt) 050
Precautions R
1. Make sure machine door is completely closed before use of these parts.
2. Use appropriate seal for the male thread of the piping parts and make sure the connection is secure. Use plugs to seal off unused coolant holes.
3. Connect and fasten the coolant hose firmly. T

4. The use of copper washers may cause leakage but will have no effect on the performance.
5. Commercial piping parts can be used if the thread standards are the same. Check the pressure resistance before use.
6. Regularly changing the coolant filter is recommended.

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2

Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D7 1
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EXTERNAL TOOLHOLDERS [DN INSERT]

B DDJN (External / Copying)

Double Clamp

Side Rake Angle: -6°

Angle of Inclination: -7°
< o ® Applicable Inserts
()
Toolholder Insert
. N\ cggLH DDJN%...12-48  DNOA 43
93° -\2 29° LF DNOIG | (44.)
— DNCIM 43
O DDJN"....16-4D DNCIX (44'.'.)
[T
* T Ao DNCIA | 43..
o] 3 DDJN%..-1504  DNCA | 0
DNCIM 44..
« Right-hand shown DDJN...-1506  DNCX | (43])
) JCT Coolant Connections and Pipe Parts @ D10~D11
B DDJN-JCT (External / Copying, Jet Coolant-Through) Pressure Resistance: up to 4,350 psi
s Side Rake Angle: -6°
T Angle of Inclination: -7°
é ® | ;.;L o o
53
LH LH
& ¥ ® Applicable Inserts
Toolholder Insert
: it AN I . %T :1 § DNCA
HBH N
cial MHD — MHD DDJN....-15JCT I[D),!:Eﬁ ééi)
* Right-hand shown ~ Fig.1 Fig.2 DNLIX
B DDHN (External / Face Grooving / Copying)
Side Rake Angle: -6°
% ® m Angle of Inclination: -6°
107507
LF ® Applicable Inserts
Toolholder Insert
. DNDA | 43..
uw - DDHN*. ...-1504 DNLG | (440
DNCIM 44..
« Right-hand shown DDHN'....-1506 | DNCX | (43])
® Toolholder Dimensions
Spare Parts
Stock Dimensions T ; -
EE o Clamp P'E‘ewiggr}g%?n Screw | Spring | Shim  Shim Screw Wrench | Wrench
S £
Part Number Unit 25 E
g g 5 \\),
RIL H | HF HBH B HBKW LF | LH WF MHD ™ 3 =
— For For
Clamp | U Shim
DDJNFL 12-4B o0 0.75/0.75 0.75 4,50/1.54/1.00 “DD-44
inch - - 1/32 CP-3D CS-3D | SP-3D SB-4085TR | LW-3
16-4D o0 1.00/1.00 1.00 6.00|1.54 1.25 (OD-43)
DDJNFL 2020K-1504 @ @ 20 | 20 20 125 39 | 25 “DD-44 FT-15
- - 08 CP-3D CS-3D | SP-3D SB-4085TR | LW-3 | Sod
2525M-1504 © @ 25 25 25 150 39 | 32 (OD-43) Separately
mm
DDJN 2020K-1506 @ @ 20 | 20 20 125 39 25 DD-43
- - 08 CP-3D Cs-3D SP-3D| SB-4085TR | LW-3
2525M-1506 @ @ 25 | 25 25 150 39 | 32 ('DD-44)
DDJNFL 12-4BJCT [ K ) 0.75/0.75/0.23 0.75 0.26 |4.50|1.46/1.00  3.56 Fig-1| opap-%.- “DD-44
inch v FP-12 CS-3D-TR| SP-3D SB-4085TR - FT-15
16-4DJCT @ @ 1.00/1.00 100 - |6.00/1.46/1.25 5.06 Fig.2 (BD-43)
DDJN# 2020K-15JCT @ @ 20 20| 5 20| 7 |125 37|25 101 Fig-1| psp-f.- DD-44
mm 08 FP-12 CS-3D-TR | SP-3D SB-4085TR - FT-15
2525M-15JCT @ | @ 25 | 25 25 - 150 37 32 | 126 Fige T (DD-43)
DDHN® 2020K-1504 © @ 20 | 20 20 125/ 37 | 25 2DD-44
- - 08 CP-3D CS-3D | SP-3D SB-4085TR | LW-3
2525M-1504 @ @ 25 | 25 25 150 37 32 (DD-43) FT-15
mm Sold
DDHN%. 2020K-1506 ® @ 20 | 20 20 125| 37 | 25 05 R csan spap PP | spacss | Lwes Separately
2525M-1506 @ @ 25 | 25 25 150 37 | 32 : (*DD-44)

Shims indicated within () are not included with the toolholder. To change insert thickness, please purchase it separately.

*1 O-ring (SS-035) is available to order separately
*2 When using inserts with a corner-R (RE) greater than 1/16", additional modifications of the shim are necessary in order to prevent workpiece and shim from interfering with each other

0! KYOCERG

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2

Visit us online at KyoceraPrecisionTools.com
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EXTERNAL TOOLHOLDERS [DN INSERT] Lever Lock / Multi-Lock

i Side Rake Angle: -6° ; Side Rake Angle: -6°
B PDJN (External / Copying) Angle of Inclination: -7° B MDJN (External / Copying) Angle of Inolination: -6°
z ! A
w o < o
= O ©\>\ ;V
- o 93°
93 1 L —X o LH F
! 93°IN@
B - Sl | = °
® Right-hand shown ® Right-hand shown
; ; Side Rake Angle: -6° ; C
B PDHN (External / Face Grooving / Copying)  , . ole of Inohnation: -6° ® PDJN / MDJN Applicable Inserts
o Toolholder Insert
@ PDJNF...-3C] DNCA | 44
PDJNAL...-11 DNCIG " T2
©® PDHN Applicable Inserts ng”%?g 4 5 I
LF e v =
| Toolholder Insert gmgg m 8o
DNCJA PDJN%...-15U .
T T DNCIG | 43 DNCM | (43..)
PDHN%....-15 a DNDOIX
. DNCIM | (44..) MDUN,...-40) 43..
* Right-hand shown DNCIX E
® Toolholder Dimensions
. . o Spare Parts
Stock Dimensions B - — - .
g % Lever Lock Screw  Shim | Shim Pin  Punch| Wrench | Clamp | Clamp Screw | Shim Screw| Lock Pin
Part Number Unit 2T = % ﬁ F
g 2 k\&@ S
R L H HF| B | LF LH wr S8 @ @ §Q =~ &=
5 & > H B
S \vy = =
- 0.75 1 0.75 | 0.75 | 450 | 0.87 | 1.00
PDJN% 12-38 Ld 1/64 | LL-IN LD-32N LSP-1 PC-1 FH-2.5 - - - -
16-3D ® ® ., 100 100 100 6.00 087 1.25
PDJN% 16-4D [ K ) 100 1.00| 075450 1.068 1.00 1/82 | LLN | LS2N | o Da2,  LSP2 | PC2  LW-3 - - - - G
PDJN% 1616H-11 @ @ 16 | 16 | 16 | 100 28 | 20
2020K-11 [ 2K } 20 20 20 1256 28 25 | 0.4 |LL-1DN LS-1N LD-32N LSP-1 PC-1 FH-2.5 - - - -
2525M-11 @ @ 25 25 25 | 150 @ 28 32
PDJN% 2020H-15"' | @ 20 | 20 | 20 100 36 | 25 H
2020K-15 @ @ 20 20 20 (125 36 @25 LD-42
0.8 | LL-3N LS-2N « LSP-2 PC-2 LW-3 - - - -
2525M-15 ® ® 25 25 25 150 36 | 32 ® LD-42-20
3225P-15 @ | @ 32 8 25 170 36 32
PDJN 2525M-15U @ @ 25 | 25 | 25 150 34 32 w2 D20
08 | LL-4 Ls-3 45 LSP2 | PC-2 | LW-3 - - - - J
3232P-15U @ @ 32 | 32 | 32 170| 36 | 40 (2 LD-43-20)
PDHN®. 2020K-15 © ® 20 20 20 125 3% 25 (D420
08 | LL-4 Ls-3 47 LSP2 | PC-2 | LW-3 - - - -
2525M-15 @ @ 25 | 25 | 25 150 | 34 | 32 (2 LD-42-20)
MDJN% 12-4B o0 0.75 0.75|0.75 | 450 | 1.25 | 1.00 LW-125
h 1/32 - - IDSN443 - - > | CL-20 XNS-48 S-46 NL46
16-4D ® ® " 100 1.00 100 600|1.25|1.25 LW-094 K
*1 Short shank type.
© Shim: PDJN®L-15U...LD-42 is attached to PDJN#L-15U. When using DNJ[J43 type insert, please purchase LD-43 separately.
PDHN ...LD-43 is attached to PDHN. When using DN[J[J44 type Insert, please purchase LD-42 separately.
*2 When using inserts whose corner-R(RE) is greater than 1/16", please purchase this shim in order to prevent workpiece and shim from interfering each other.
® Applicable Inserts M
- o N Finishing- Finishing- Finishing- Medium- Medium- Medium- Medium-Roughing / ;
abeleaien RIS RIS Medium Medium Medium Roughing Roughing Roughing High Feed Rate IRBLEiig
WF (Wiper) PP PQ CcJ PG PS o> PT e Standar,
Insert 3 :r& :-@;
Size 43..,44.. 43.., 44.. 43.., 44.. 43.., 44.. 33..,43.., 44.. 43.., 44.. 43.., 44.. 43.., 44.. 43.., 44..
Ref. Page » B23 » B23 » B23 * B24 » B24 » B25 » B25 » B25 » B26
- ’ Single Sided Roughing N ) N ) Soft Steel / Stainless Steel/ | Stainless Steel/ | Stainless Steel /
Application Roughing High Feed Rate Finishing Medium Soft Steel / Finishing Soft Steel / Medium Roughing Finishing Medium-Roughing | Medium-Roughing
%-s % XP XS MS MU . P
Size 43..,44.. 43.., 44.. 33.. 33.., 43.. 43..,44.. 43..,44.. 43.. 43.., 44.. 43..,44..
Ref. Page » B26 » B26 = B30 » B30 » B26 + B26 » B26 » B28 » B28
Application Heat-;{esistgm Ak Stajnless Stee\l/ Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron Non-ferrous Metals R
oughing Medium-Roughing
SG/\ TK . (o] A KH . Zs Proy GC Ceramic -A3
Insert E@E ) & < = ~
Size 43.. 43..,44.. 43..,44.. 43..,44.. 43..,44.. 43..,44.. 43..,44.. 43..,44.. 43..,44.. 43.. T
Ref. Page » B28 » B27 ® B29 * B29 » B29 * B29 * B29 » B29 » B109 * B30
Application | Non-ferrous Metals | Non-ferrous Metals Heat/:\lli‘ts;isstant Hard Materials
AH s~ PCD CBN
gl 43,44, 43. 43.., 4. Recommended Cutting Conditions ®) D45-D46
Ref. Page + B30 ® C23 ®C8,C9

(Customer Service) 800.823.7284 - Option 1
@ : Standard Item /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2

Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D 7 3



EXTERNAL TOOLHOLDERS [SN INSERT] Double Clamp / Multi-Lock

B DSBN (External)

o Side Rake Angle: -6°
= o Angle of Inclination: -6°
[
LH !
4 LF
755N 2020K-12 type
- .
® ® Applicable Inserts
w Toolholder Insert
I I
SNCA
- - DSBN%....-12 SNCIG | 43..
« Right-hand shown a SNCM
® Toolholder Dimensions
& E Spare Parts
= (& Stock Dimensions o ) ) : Wrench
%g %% Clamp Screw Spring Shim  Shim Screw Wrench (Sold Separatehy)
Ses Part Number Unit fh
52 @
R L H HF B LF LH wr ®8 \’
For For
= Clamp Shim
DSBN"L 2020K-12 [ N 20 | 20 | 20 125 | 34 | 17
mm 08  CP-3D Cs-3D SP-3D DS-44  SB-4085TR LW-3 FT-15
2525M-12 [ BN J 25 | 25 | 25 150 @ 34 | 22
B MSSN (External / Facing / Chamfering)
";" © o
L2
459
oL LF
® Applicable Inserts
uw W T Toolholder Insert
MSSN%..-12-4B S0 45
* Right-hand shown MSSN'...-16-4D SNCM
® Toolholder Dimensions
Spare Parts
Stock Dimensions Im :
UE Clamp glamp Wrench Shim St Lock Pin | Wrench
S crew Screw
Part Number Unit 2
58 .
R L H HF B LF LHWF"’g \\@\\\@ @E =
S = Y
— =
MSSNAL 16-4D @® [ inch 1.00 1.00 | 1.00 | 6.00 1.23 0.925 1/32 CL-9 XNS59 LW-156 ISSN433 S-46 NL46 LW-094

Applicable Inserts ® D15

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Iltem [J: Made to Order /\ : Phaseout Item (will be removed from next catalog)

D 1 4 {g I(HDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



EXTERNAL TOOLHOLDERS [SN INSERT] Lever Lock

B PSBN (External) B PSSN (External / Facing / Chamfering)

o=
=
Side Rake Angle: -6° Side Rake Angle: -8° g 2 A
Angle of Inclination: -6° Angle of Inclination: 0° ot ]
w p w
= o) o L L E o
=-
‘4;°LH > Cz) % B
LF 457 4 T =2
LF A
F i : T £ \:\ T =Q
22 e
® Right-hand shown ® Right-hand shown 2z
(Zhe}
M PSKN (Facing) M PSDN (External / Chamfering)
Side Rake Angle: -6° Back Rake Angle: -8.5° g =
Angle of Inclination: -6° G2
a2
w — 2
: o e i
75°\ O
45°
LH LH LF E') %
LF
o=lE
wr
— I
:! F o . FT )
. @
® Right-hand shown 9 F
. . =
® Toolholder Dimensions o
— Spare Parts
Stock Dimensions o o)
5 E Lever  Lock Screw Shim Shim Pin Punch Wrench 3
Part Number Unit 2 = FH e G
g2 S 2 =
R N L H HF B LF LH WF WFs ®5 = @ %jf A 2
o & \/
I LW
PSBNR®L 1616H-09 A A 16 16 16 100 | 21.0 | 13 - 0.8 LL-1N LS-1N LS-32 LSP-1 PC-1 FH-2.5 g
2020K-12 @ ° 20 20 20 125 | 270 17 | - 5 H
0.8 LL-2N LS-2N LS-42 LSP-2 PC-2 LW-3 Ay
2525M-12 [ ] [ J 25 25 25 150 | 240 | 22 -
PSKN%. 1616H-09 A A 16 | 16 | 16 | 100 | 19.0 | 20 - 08| LLIN LS-1N LS-32 LSP-1 PC-1 FH-2.5
-
- [ J [ J 20 20 20 1256 | 225 | 25 - T
2020512 0.8 LL-2N LS-2N LS-42 LSP-2 PC-2 LW-3 B
2525M-12 [ J [ ] 25 | 25 | 25 | 150 | 225 32 - z J
mm =
PSSN% 1616H-09 [ ] [ J 16 16 16 100 22 20 136 | 0.8 LL-1N LS-1N LS-32 LSP-1 PC-1 FH-2.5 %
= [ ] [ J 20 20 20 125 29 25 16.4
2020512 0.8 LL-2N LS-2N LS-42 LSP-2 PC-2 LW-3
2525M-12 [ ] [ J 25 25 25 150 29 32 234 =
PSDNN 1616H-09 [ 16 | 16 | 16 | 100 | 21 8 - 08 LL-1N LS-1N LS-32 LSP-1 PC-1 FH-2.5 E K
- [ ] 20 20 20 125 | 30 10 - =
2020512 0.8 LL-2N LS-2N LS-42 LSP-2 PC-2 LW-3 ®
2525M-12 [ ] 25 25 25 150 | 30 | 125 -
® Applicable Inserts =
- N . " . . . " .| Medium-Roughing / . . Single Sided =
Toolholder Insert Application | Finishing-Medium  Medium-Roughing  Medium-Roughing  Medium-Roughing High Feed Rete Roughing Roughing Roughing High Feed % M
PSBN?....-09 PS HS Standard PX
PSKN*...-09 Insert " -~ 2
SNTIG | 32.. : SE
£ 3 - -
PSSN*. ...-09 2 . (R g Q N
PSDNN...-09 Size 43. 43. 32.,43.. 43. 52
Ref. Page » B32 » B32 » B32 ® B32 » B32 » B32 » B33 + B33 r"
PSBN'...-12 Aoplication Finishing- Medium-Roughing / Soft Steel / Soft Steel / Soft Steel / Stainless Steel / Stainless Steel / | Heat-Resistant Alloy -
PP Roughing Low Cutting Force Finishing Medium Roughing Finishing Medium-Roughing Roughing %
PSKN®....-12 | SNUA :
SNLIG | 43.. -0 7-25R m NP
PSSN%....-12 | SNOM >
Insert a
PSDNN...-12
4
o)
Size 32..,43.. 43.. % R
Ref. Page » B35 ® B35 ® B33 » B33 + B33 » B34 ® B34 ® B34 §
Application Cast Iron (éast Ir(?n / Cast Irgn / Cast Iron Cast Iron Cast Iron Cast Iron Hard Materials o
oughing Roughing
KG Without Chipbreaker | Ceramic CBN
N I3 E
Insert L'ﬁg E T
| l o V8 l
Size 43.. 43.. 43.. 43.. 43..
Ref. Page » B34 » B34 » B34 » B34 » B34 » B35 = B111 » C10
® PSKNFL: Left-hand Insert for Right-hand Toolholder, Right-hand Insert for Left-hand Toolholder. Recommended Cutting Conditions ) D45-D46

e PSSNAL: For External Turning, Right-hand Insert for Right-hand Toolholder, Left-hand Insert for Left-hand Toolholder
For Facing, Left-hand Insert for Right-hand Toolholder, Right-hand Insert for Left-hand Toolholder

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D 1 5



EXTERNAL TOOLHOLDERS [TN INSERT] Double Clamp / Multi-Lock

B DTGN (External)

Side Rake Angle: -6°
Angle of Inclination: -6°
= S °
B
LH LF ® Applicable Inserts = D19
91° O Toolholder Insert
[ — TNOA
w T _ TNOIG
T DTGN%....-16 ™Nom | 38
* Right-hand shown TNEX
JCT Coolant Connections and Pipe Parts ® D10~D11
. DTGN-JCT (EXternal, Jet COOIant‘ThrOUgh) @ Pressure Resistance: up to 4,350 psi
og Side Rake Angle; -6°
> 29 ide Rake Angle:
E § — ‘HBKW Angle of Inclination: -6°
=5 5| A o Y B o
N s
= LE S LLH ' i
® Applicable Inserts = D19
u] - II ] Toolholder Insert
= Iej/EBH Gi/8 TNCA
\G1/8 \G1/8
- MHD D DTGN™..-16JCT  TN- 33.
ig.1 ig.2
® Right-hand shown 9 9 TNEIX
® Toolholder Dimensions
g:j Spare Parts
e DICIRE o Clamp Pipe Qonne_cnon Screw | Spring = Shim | Shim Screw = Wrench Wrench
L (1 with O-Ring) (Sold Separately)
= g g LW
Part Number 5 38 3 Z
RIL H HF HBH B HBWK| LF LH WF MHD -tgv e @ =
° For
& g For Shim
» Clamp
DTGN"L 2020K-16 [ X ) 20 | 20 20 125 25
mm - = - /25— 08 CP-2D CS-2D | SP-2D | 2DT-32 | SB-3080TR & LW-2.5 FT-10
2525M-16 [ 2K J 25 | 25 25 150 32
DTGN®. 2020K-16JCT ©® @ 2020 5 20 2 125 25 | 104 Fig.1
mm 27 0.8 —— CP-2D-%-JCT FP-12 CS-3D-TR| SP-3D | *2DT-32 | SB-3080TR | FT-15 FT-10
2525M-16JCT @ @ 2525 - 25 - 150 32 | 129 Fig.2

¢ When using WF chipbreaker (wiper insert), tool edge offset or program corrections are required. See ® R50
*1O-ring (SS-035) is available to order separately
*2 When using inserts with a corner-R (RE) greater than 1/16", additional modifications of the shim are necessary in order to prevent workpiece and shim from interfering with each other

B MTGN External)

Side Rake Angle: -5°
Angle of Inclination: -5°
w ® m
=
X L9H1 i @® Applicable Inserts = D19
\O - LF Toolholder Insert
91° . _ ey TNOA
W I MTGN"L...-12-3B TNOG 32..
* MTGN*. ...-16-4D TNM 43
® Right-hand shown -.=16- TNCX -
® Toolholder Dimensions
Spare Parts
Stock Dimensions or Clamp
TL Clamp s Wrench Shim  Shim Screw| Lock Pin | Wrench
Part Number Unit 0% e
ar i
g8 c
& E © @/ &
R L H HF B LF  LH | WF = \ 1
§E2 ==/ H ©
= S
ITSN333
MTGN® 12-3B [ BN ) 0.75 | 0.75 | 0.75 | 450 0.94 | 1.00 | 1/64 CL-6 XNS36 LW-094 S-34 NL34L (5/64 Hex)
inch (ITSN323)
16-4D [} 1.00 | 1.00 | 1.00  6.00 119 | 1.25 | 1/32 CL-9 XNS48 LW-156 ITSN433 S-46 NL46 LWo

 Shim: ITSN333 is included with MTGNRL12-3B. When using TN__33_ insert, please purchase ITSN323 separately.

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)

D 1 6 {g I(HDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



EXTERNAL TOOLHOLDERS [TN INSERT] Lever Lock

B PTGN (External) B PTFN (Facing)

Side Rake Angle: -6° Side Rake Angle: -6° A
Angle of Inclination: -6° Angle of Inclination: -6°
I o ™ o1 n ¥ m
[T . ° o H
= A il =91303 Pl
- Y
1° LH
d O - Lﬁ LF O LF B
\ . 1
91° Y I | I I
£ . T & . T
i | | c
® Right-hand shown ® Right-hand shown
® Toolholder Dimensions T
-3
. Spare Parts 22
Stock Dimensions m 23
g c Lever Lock Screw Shim Shim Pin Punch Wrench
o
Part Number Unit 2z P = FH
@
R L H HF B LF | LH | WF 9 5 @/
&} S @f E
LSP N> Lw
. LT-32N
PTGN® 12-3B [ ] inch| 0.75 | 0.75 | 0.75 | 450 | 0.96 @ 1.00 | 1/32 LL-1N LS-1N “LT-32N-20 LSP-1 PC-1 LW-2.5
PTGN®L 1212F-11 [ BN J 12 12 12 80 180 | 16 | 08 LL-03N LS-03N - P-03 - FH-2 E
1616H-11 [ ] 16 16 16 | 100 | 220 | 20
2020K-11 o o 20 20 20 | 125 | 220 | 25 | 08 LL-03TN LS-03sN - P-03S - FH-2.5
2525M-11 [ BN J 25 25 25 150 | 22.0 | 32
PTGN% 1616H-16 ® & 16 16 16 100 240 20 G
2020H-16* [ ] 20 20 20 100 | 24.0 25 LT-32N
0.8 LL-1N LS-1N o LSP-1 PC-1 FH-2.5
2020K-16 o o 20 | 20 | 20 | 125 | 240 | 25 LT-32N-20
2525M-16 o o 25 25 25 150 | 240 | 32
PTGN% 2525M-22 o o 25 | 25 | 25 | 150 | 290 | 32 | 08 LL-2N LS-2N 0 LLT.|:1422N'\f20 LSP-2 PC-2 LW-3 H
PTFN% 12-3C @ inch 075 075 075 | 500 | 088 | 1.00 1/32  LL-IN SN e, LsP PC-1 FH-2.5
PTFN"L 1212F-11 [ BN J 12 12 12 80 15.0 16 0.8 LL-O3N LS-03N - P-03 - FH-2
PTFN% 1616H-11 o o 16 | 16 16 | 100 225 20 J
2020K-11 [ ] 20 20 20 125 | 225 25 0.8 LL-O3TN LS-03SN - P-03S - FH-2.5
2525M-11 [ BN J mm 25 25 25 150 | 22.5 32
PTFN% 2020K-16 o o 20 20 | 20 | 125 | 220 25 LT-32N
0.8 LL-1N LS-1N 2| T-3ON-2 LSP-1 PC-1 FH-2.5
2525M-16 o o 25 | 25 | 25 | 150 | 230 32 -32N-20 K
PTFNfL 2525M-22 @ @ 25 | 25 | 25 150 280 | 32 08 LL-2N LS-2N w0 LLT.|:1422N'\f20 LSP-2 PC-2 LW-3
*! Short shank type.
*2 When using inserts whose corner-R(RE) is greater than 1/16", please purchase this shim in order to prevent workpiece and shim from interfering each other.
¢ When using WF chipbreaker (wiper insert), tool edge offset or program corrections are required. See ® R50 M
® Applicable Inserts = D19
Toolholder Insert PTGNAL1212F-11
Insert applicable for above
mgg PTFN®L1212F-11 N
PTGN%....12-3B INCM 33..
TNMX TNEICI1108-type Insert is applicable.
TNCJA
..12- TNOG | 33..
e TNMX ® PTEN"L: Left-hand Insert for Right-hand Toolholder, Right-hand Insert for Left-hand Toolholder P
PTCNAL12...-11 22.. ) ) .
TNOIO *3 TNMX insert is NOT applicable for PTCIN®L...-22 type toolholders.
PTCNL...-11 23..
B TNCA
PTCIN%...-16 ™NDG 33..
TNECM
PTCIN%...-22 TNMX | 43.. R
T

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D7 7



EXTERNAL TOOLHOLDERS [TN INSERT]

B WTJN (External / Copying)

Wedge Lock

i ] Side Rake Angle: -6°
R e - Angle of Inclination: -6°
L m
= ¢) y
i ' WTIN.2020K type:
\\ 93° Shim Nut sticks out
o LH
93° f6) 24 > > LF o as shown below.
A [ U=y !
+ | S |
N . o y y :’Eii
e Right-hand shown °
B WTKN (External / Facing / Copying)
o Side Rake Angle: -6°
Zn [ A A T
Za W @ ngle of Inclination: -6
= s
P2 Y
) WTKN%2020K type:
Shim Nut sticks out as
- LF > shown below.
A L & !
T T S y I
Y Y [ —
pugy
® Right-hand shown
B WTEN (External / Chamfering)
Back Rake Angle: -8.5°
w A
G °
Pals 1] WTENN2020K type:
‘60°|_H _ Shim Nut sticks out as
> LF > shown below.
1 A =X !
£ T 3 |
Y A S —
® Right-hand shown
® Toolholder Dimensions
. Spare Parts
Stock Dimensions . e
She Clamp Set Shim Shim Pin Shim Nut Wrench Spacer
Part Number Unit 2 L
g g @
h S
R N L H HF B LF | LH | WF 8 \/ '
WTIN% 12-3C ® 0.75 | 0.75 075 | 500 1.26 | 1.00 WTN-33
inch 1/32 | WCS-1N AWTN-33-20 WP-1S WN-1 LW-3 WSP-1
16-3D [ J [ ] 1.00 | 1.00 | 1.00 | 6.00 | 1.26 1.25
WTJNL 2020K-16N @ [ ) 20 | 20 | 20 125 | 32 | 250 WTN-33
mm 0.8 WCS-1N AWTN-33-20 WP-1S WN-1 LW-3 WSP-1
2525M-16N @ [ ] 25 25 25 150 32 | 320
WTKN%. 12-3C @ inch 075 075 075 500 126 100 182 WCSAN | WIWES T wes WN-1 Lw-3 WSP-1
WTKN®L 2020K-16N [ J [ ] 20 20 20 125 32 | 250 WTN-33
mm 0.8 WCS-1N AWTN-83-20 WP-1S WN-1 LW-3 WSP-1
2525M-16N @ [ ] 25 25 25 150 32 | 320
WTENN 2020K-16N [ J 20 20 20 125 32 10.0 WTN-33
mm 0.8 WCS-1N AWTN-33-20 WP-1S WN-1 LW-3 WSP-1
2525M-16N [ J 25 25 25 150 32 12.5
* When using inserts whose corner-R (RE) is greater than 1/16", please purchase a shim (WTN-33-20) with * mark and use it in order to prevent workpiece and shim from interfering with each other.
® Applicable Inserts = D19
Toolholder Insert Toolholder Insert
R
WTJN...12-3C TNDA
WTJN*...16-3D WTENN...-16N | TNLIG | 33..
WTIN%...-16N | TNCA TN
TNOG | 33..
WTKN®....12-3C TNOM
WTKN*....16-3D
WTKN®...-16N
(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)
D 1 8 {g I(HDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology




EXTERNAL TOOLHOLDERS [TN INSERT] Applicable Inserts

® Applicable Inserts

(@) =
I e Finishing- Finishing- Medium- Medium- Medium- Medium-Roughing | Medium-Roughing Medium- Single Sided / } 35
aitleaton IRGIAIAE Medium Medium Roughing Roughing Roughing / High Feed Rate | / High Feed Rate Roughing Roughing / High Feed [Raugiliy § uj A
PP PQ caQ GS PG PS A PT Py GT / PH Standard o
Insert Y9 2\ AN ] A N
' & /& On Oy L8 : AL
P ) g R X | — 5’ %
Size 33.. 33.. 33..,43.. 23.., 33.. 33.. 33..,,43.. 33.. 33.. 33..,43.. 33..,43.. 23.., 33.. E % B
Ref. Page = B36 » B36 = B36 = B36 » B36 ® B37 = B37 = B37 ® B37 = B38 = B37 ”» o
Application Finishin Finishing- Medium-Roughing | Soft Steel / Small Soft Steel / Soft Steel / Soft Steel / Stainless Steel / | Stainless Steel / | Stainless Steel / | Heat-Resistant Alloy
P 9 Roughing Low Cutting Force D.0.C. Finishing Medium Roughing Finishing Medium-Roughing | Medium-Roughing Roughing
ns -0 %.-25R XF XS ,ﬂ mQ sG z § c
R / 2 \ mS
- A A A A -
X 22.,23..,
Size 23.., 33.. 33.. 33.. 33.. 33.. 33.. 33.. 33.. 33.. 33..,43.. I
33..,43.. oc
X
Ref. Page = B42 = B42, B43 = B43 = B38 = B38 = B38 = B38 = B39 ® B39 = B39 = B39 %%
sl
_— Non-ferrous Non-ferrous Non-ferrous Hard no
Application Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron Metals Metals Metals Materials
KH zs A Ceramic L-A3 AH PCD CBN a
Insert ’/ A AN 5] %
{ . ° (o) ) V o N o= E
AAA& M!‘\ easm—— & ‘ ‘ wr
Size 33.. 33.. 33.. 33.. 33.. 33.. 33..
Ref. Page = B40 =» B40 = B40 = B40 = B113 = B41 = B41 ®» C23 = C10, C11
@
* In wedge lock, use of ceramic insert other than silicon nitride insert is not recommended due to strong restrain force. Recommended Cutting Conditions ®) D45-D46 % F
3
@
3
c G
=
9]
(<)
S
5 H
2
|
=
I
a
= J
=
[9]
o
=
- K
=z
[9)
=
M
=z
[9)
o
45
QX
Z2 N
3z
[}
m
w
T
>
A
5 B
>
sl
=
w
—
m
<]
= R
[
>
—
=
S T
x
800.823.7284

Visit us online at KyoceraPrecisionTools.com {g KHDEERE D19



TURNING
HOLDERS

D20

M DVJN/DVLN (External / Copying)

EXTERNAL TOOLHOLDERS [VN INSERT]

Double Clamp

0! KYOCERG

Side Rake Angle: -6°
u_[ o Angle of Inclination: -9°
= ©
$
LH U Toolholder Insert
‘ DVJN®.12-3B
VNCJA
o DVJN?.16-3D VNG | 33..
w T VNCOIM
« Right-hand shown DVLN%...-16
B DVPN (External / Facing / Copying / Undercutting)
Side Rake Angle: -13°
Angle of Inclination: -10°
w m
=
— N\ 5o LH 2020K-16 type
LF Toolholder Insert
o
DVPN".12-3B
- VUN[A
S T DVPN?%.16-3D VNOIG | 33..
T - VNCM
¢ Right-hand shown DVPN'...-16
B DVVN (External / Copying)
w Back Rake Angle: -11°
=l N
22
LH Toolholder Insert
LF
DVVNN12-3B
VNOIA
DVVNN16-3D VNOIG | 33..
T T VNOM
® Right-hand shown DVVNN...-16
® Toolholder Dimensions
Spare Parts
Stock Dimensions [y ) ) '
g% Clamp Spring Shim | Shim Screw  Wrench (sol\évsr;gfgely)
Part Number Unit 2z
R N L H HF B LF LH WF 9?5 =
o g For For
Clamp Shim
DVUN 12-3B o o inch 0.75 |0.75 ] 0.75 | 4.80 | 1.77 | 1.00 1/32 | CP-5D SP-5D DV-33 SB-4085TR Lw-3 FT-15
16-3D [ ] [ ] 1.00 1.00 1.00 6.00 1.77 125
DVLN% 2020K-16 @ [ 20 | 20 | 20 125 | 45 | 250
2525M-16 @ ° mm 25 25 25 150 | 25 | 320 0.8 CP-5D CS-5D SP-5D DV-33 SB-4085TR LW-3 FT-15
DVPN 12-38 o o inch 0.75 | 0.75 ] 0.75 | 4.80 | 1.58 | 1.00 1/32 | CP-5D CS-5D SP-5D DV-33 SB-4085TR Lw-3 FT-15
16-3D [ ] [ ] 1.00 1.00 1.00  6.00 1.58 1.25
DVPN®L 2020K-16 @ [ 20 | 20 | 20 125 | 40 |27.0
2525M-16 @ ° mm 25 25 25 150 | 20 | 320 0.8 CP-5D CS-5D SP-5D DV-33 SB-4085TR LW-3 FT-15
ORI T ) o inch 0.75 |0.75 ] 0.75 | 4.80 | 1.81 | 0.40 1/32 | CP-5D CS-5D SP-5D DV-33 SB-4085TR Lw-3 FT-15
16-3D [ ] 1.00 1.00 1.00 6.00 1.81 052
DN AU b mm 2 20 20 | 125 | 46 | 10.0 0.8 CP-5D CS-5D SP-5D DV-33 SB-4085TR LW-3 FT-15
2525M-16 [ J 25 | 25 | 25 | 150 | 46 | 125
® Applicable Inserts
. P Finishing- Finishing- Finishing- ) Finishing- Stainless Steel / | Stainless Steel /
Toolholder Insert Application Finishing Medium Medium Medium Medium Roughing Medium Bnigiing Medium-Roughing
DVIN...-30J(JCT) PP ] L -VC TN-V Standard i MQ MS
Insert A (AT . ~ ) g
DVLN"....-3CJ(JCT) =R —
DVLN%....-16(JCT) Size 33.. 33.. 33.. 33. 33.. 33.. 33. 33. 33..
DVPNY...-3(UCT) VNSé 13 Ref. Page = B44 » B44 =+ B44 = B44 » B44 » B44 = B45 = B45 » B45
- VN . : .
VNCIM Application MStal\nIessSteeIl/ Heat-Re&stgmA\loy Cast Iron Cast Iron Cast Iron Cast Iron B TaUS Hard Materials
ledium-Roughing Roughing Metals
DVPN*L...-16(JCT) ’ ]
W\thoutCh\pbreaker Ceramic PCD CBN
DVVNN...-3CJ(JCT) Insert &= \;25’ o
DWNNR/L"'-w(JCT) Size 33.. 33.. 33.. 33.. 33.. 33.. 33.. 33..
Ref. Page = B45 = B45 = B45 = B45 = B45 = B114 = C23 » C12

(Customer Service) 800.823.7284 - Option 1

(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com

Recommended Cutting Conditions ®) D45-D46

@ : Standard Item
Contact your local Kyocera sales engineer to upgrade old products to new technology

A
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EXTERNAL TOOLHOLDERS [VN INSERT] Double Clamp

M DVLN-JCT (External / Copying, Jet Coolant-Through) ¢Z Pressure Resistance: up to 4,350 psi
Ramping Depth: Less than 0.787” £omn Side Rake Angle: -6°
Png=ee %HBKW Angle of Inclination: -9° A
w (sl | [1]
;[ ® 3 ©
= e Y . ® Applicable Inserts = D20 .
Toolholder Insert
= - I T DVLN®.12-3BJCT .
ol VNLJA
U L HBH H VNG ..
S o DVLN'16-3DJCT WG 33 .
* Right-hand shown Fig1 Fig.2 DVLN#....-16JCT
JCT Coolant Connections and Pipe Parts & D10~D11
B DVPN-JCT (External / Facing / Copying / Undercutting, Jet Coolant-Through) ¢&» Pressure Resistance: up to 4,350 psi §§
lw i3
40mm 0 Side Rake Angle: -13° %g
‘YHBKW mm jLHBKW Angle of Inclination: -10° |
T
LH F LH . E
LF ® Applicable Inserts ® D20
Toolholder Insert
£ & I <+ T
i u'\61/8 iHBH qﬁ\evs o E
= MHD — MHD DVPN*...-16JCT \mga 33..
* Right-hand shown ~ Fig-3 Fig.4
B DVVN-JCT (External / Copying, Jet Coolant-Through) €& Pressure Resistance: up to 4,350 psi G
46mm HBKW Back Rake Angle: -11°
NI ! I
[as] m
LF LF . H
® Applicable Inserts = D20
Toolholder Insert
& il II I
v VNCA J
\aug. MHD MHD DVVNN...-16JCT | VNOIG | 33..
Fig5 Fa.6 VNOM
9. 9.
¢ Right-hand shown < o
® Toolholder Dimensions K
g Spare Parts
Stock Dimensions o Pipe Connection 3 : Shim
5 o Clamp (" with O-Ring) Screw  Spring Shim e Wrench
Part Number Unit S| 2
-
RIN L H HF HBH B HBKW LF LH | WF MHD 8 % ﬁ E M
&
DVLNR 12-3BJCT () 0.7500.750/0.234/0.750 0.142|4.500 1.771/1.000 3.220 Fig. 1
16-3DJCT ® ~1.00011.000| - [1.000 - 6.0001.7711.250/4.720 Fig. 2
inch 1/32 CP-5D-JCT FP-12 CS-3D-TR | SP-3D | DV-33 | SB-408STR | FT-15
DVLNL 12-3BJCT ® 0.7500.750/0.234/0.750 0.142|4.500 1.771|1.000 3.060 Fig. 1 N
16-3DJCT () 1.000/1.000 - [1.000 - 6.0001.771/1.250 4.560 Fig. 2
DVLNR 2020K-16JCT @ 2020 5 20 4 125 25 | 925 Fig.1
2525M-16JCT @ 25 25 | - 25| - 150 32 1175 Fig.2 .,
45 08 CP-5D-JCT FP-12 CS-3D-TR | SP-3D | “DV-33| SB-4085TR | FT-15
DVLNL 2020K-16JCT ® 2020 5 20| 4 125 25 885 Fig.1 P
2525M-16JCT ® 25 25 | - 25| - 150 32 1135 Fig.2
DVPNR 2020K-16JCT @ 2020 5 |20 14 125 25 101.5 Fig.3
mm
2525M-16JCT @ 25 25 | - 25| 7 150 32 1265 Fig.4 .,
40 08 CP-5D-JCT FP-12 CS-3D-TR | SP-3D | ?DV-33| SB-4085TR | FT-15
DVPNL 2020K-16JCT ® 2020 5 20 | 14 125 25 935 Fig.3 R
2525M-16JCT ® 25 25 | - 25| 7 150 32 1185 Fig.4
DVVNN 2020K-16JCT @ 20 20 5 20 | 25 125 10 87.0 Fig.5 .,
48 08 CP-5D-JCT FP-12 CS-3D-TR | SP-3D | ?DV-33| SB-4085TR | FT-15
2525M-16JCT =~ @ 25 25 | - 25| - 150 12,5 112.0 Fig.6
*1' O-ring (SS-035) is available to order separately T

*2 When using inserts with a corner-R (RE) greater than 1/16", additional modifications of the shim are necessary in order to prevent workpiece and shim from interfering with each other

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2

Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D21



EXTERNAL TOOLHOLDERS [VN INSERT] Multi-Lock

B MVJN (External / Copying) B MVLN (External / Copying)

Side Rake Angle: -6° Side Rake Angle: -6°
<\5‘2w Angle of Inclination: -9° Angle of Inclination: -9°
93° L © mi 95° w I
2 H
K\; <—\ O
93° O )
< TH F —~~— 47° LH LF
© 2 © !
52°
77777 : g | = : -
® Right-hand shown ® Right-hand shown

M MVVN (External / Copying)

g % Back Rake Angle: -11°
g9 "
22 5 = N
®
72.5°
LH

LF

HF
—
u

® Toolholder Dimensions

Spare Parts

Stock Dimensions m f
felis) CISa(re?p Wrench | Shim Sscr;g]/v Lgi%k Wrench | Clamp ggr:x
Part Numbe Unit ek
art Number i e L
e =
— O
& £ S ©
R N | L H HF B LF  LH  WF 2 = \
8 7Y 5 Y
Hex = S LX/LW
MVJUN% 12-3B [ ° 075 075|075 | 45 | 1.69 | 1.00
inch 1/32 - (5/64hex) | IVSN322 | S-34 | NL34L | [X-156 CL-30 | XNS48
16-3C [ ° 1.00  1.00 | 1.00 50 | 1.69  1.25
MVLN®L 2020K-16 @ o 20 | 20 | 20 | 125 | 38 | 250
mm 08 | CPS-5% = FH-25 | MVN-32 - TS-3S FH-2
2525M-16 @ [ J 25 | 25 | 25 | 150 | 38 | 320
MVVNN 12-3B ° 075 075 | 0.75 | 450  1.67 | 0.375
inch 1/32 - (5/64 Hex) | IVSN322 - NL34L | LW-156 | CL-12 | XNS510
16-3D o 1.00 | 1.00 | 1.00 | 6.00 | 1.67 | 0.500
MVVNN 2020K-16 [ ] 20 20 20 | 125 | 39 | 100
mm 08 | CPS-5R | FH-25 | MVN-32 - TS-3S FH-2
2525M-16 o 25 | 25 | 25 | 150 | 39 | 125

® Clamp Set: CPS-5R for Right-hand Toolholder, CPS-5L for Left-hand Toolholder.

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)
D22 {g I(HDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



EXTERNAL TOOLHOLDERS [VN INSERT]

® Applicable Inserts

Toolholder Insert Application Finishing

Finishing- Finishing- Finishing-
Medium Medium Medium
MVJNF,...12-3B PP L -vC VF PQ TN-V Standard

MVJN“/L..:16-SC insert @ <O < A @ @ <~>

MVLN™..-16  VNCA Size 33.. 33.. 33.. 33.. 33.. 33.. 33. 33.. 33..
VNLIG | 33.. Ref. Page » B44 “ B44 + B44 = B44 = B44 + B44 = B45 = B45 = B45

MVVNN...12-3B  VNLIM ’ o :
Application Stainless Steel /  Heat-Resistant Alloy Cast Iron Gast Iron Cast Iron Gt Non-ferrous Hard Materials
MVVNN...16-3D

Finishing- Stainless Steel / | Stainless Steel /
Medium Finishing Medium-Roughing
MS

Medium Roughing

s3avHo
LH3SNI
>

SLH3SNI
ONINHNL
o)

Medium-Roughing Roughing Metals
SG KG KH Without Chipbreaker | Ceramic CBN

e .

> <& A% P L

Size 33.. 33.. 33. 33. 33.. 33.. 33. 33..

Ref. Page = B45 * B45 = B45 » B45 = B45 = B114 = C23 = C12
Recommended Cutting Conditions ® D45-D46

MVVNN...-16 Insert

SLHISNI
@od/Ngd
(9]

SH3IATOH
ONINHNL

@ Rotation Directions of the Clamp Set

ST00L
TIVINS
m

MVVNN type
(Neutral)

MVLNR type
(Right-hand Toolholder)

MVLNL type
(Left-hand Toolholder)

YNIHOd
M

Clamp set: (CPS-5R) has Right-hand thread. Clamp set: (CPS-5L) has Left-hand thread.
When clamping the insert, turn the screw in the arrow direction (clockwise). When clamping the insert, turn the screw in the arrow direction (counterclockwise).
When removing the insert, turn the screw away from the arrow (counterclockwise). When removing the insert, turn the screw away from the arrow (clockwise).

HNIAOOHD
()

HNITO0L ~
J9NVHD YOIND ONITTIN ONITTIHA ONIAY3IdHL 440-1n2
r 2 x c T

S1HVd 34vdS
)

.
m
(o]
z R
o
>
[
=
ST
x

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D23



TURNING
HOLDERS

D24

EXTERNAL TOOLHOLDERS [VN INSERT]

B PVLN (External / Copying)

Pin Lock

Lock Screw can be operated from this direction.

Side Rake Angle: -6°
Angle of Inclination: -9°

0! KYOCERG

A A
w m
=
O
4\ 95°
9510 47° < LH LF |
J S + -
Y A
® Right-hand shown
B PVPN (External / Facing / Copying / Undercutting)
o Side Rake Angle: -13°
Lock Screw can be operated from this direction. Angle of Inclination: -10°
A
é m
— -~ O
25° Yy
LH
LF
—
T T
® Right-hand shown
B PVVN (External / Copying)
o Back Rake Angle: -11°
W Lock Screw can be operated from this direction.
w
;—< : % m
b
LH
= > LF -
—
,,,,, i & T
Y
® Toolholder Dimensions
. Spare Parts
Stock Dimensions [
g c Lock Pin Lock Screw Shim Wrench
o
Part Number Unit 2T
g 2
R N L H HF B LF LH WF @ S ﬂ
PVLN% 2525M-16Q @ [ ] 25 25 25 150 37 32.0 0.8 LP-6S KVN-32 LW-3
PVPNL 2020K-16Q @ (] 20 20 20 125 30 25.0 LP-2S
0.8 LS-11 KVN-32 LW-3
2525M-16Q @ [ ] mm 25 25 25 150 30 32.0 LP-6S
PVVNN 2020K-16Q [ J 20 20 20 125 35 10.0 LP-28
0.8 LS-15 KVN-32 LW-3
2525M-16Q [ ] 25 25 25 150 40 125 LP-6S
® Applicable Inserts
N P Finishing- Finishing- Finishing- . . Finishing- Stainless Steel / | Stainless Steel /
Toolholder Insert Application Finishing Medium Medium Medium Medium Roughing Medium AT Medium-Roughing
PVLN?....-16Q PP L -vC VF TN-V Standard
UNCIA Insert A L e T )
PVPN%...-16Q VNCG | 33.. ﬁ:@)ﬁ @/ ~
VNCIM -
PVVNN...-16Q Size 33. 33.. 33. 33. 33.. 33. 33. 33. 33.
Ref. Page % B44 » B44 » B44 » B44 =+ B44 » B44 = B45 % B45 = B45
- Stainless Steel /  Heat-Resistant Alloy Non-ferrous .
Application Medium-Roughing Roughing Cast Iron Cast Iron Cast Iron Cast Iron Metals Hard Materials
KH Without C?jipbreaker Ceramic PCD CBN
Size 33.. 33.. 33.. 33.. 33.. 33.. 33.. 33..
Ref. Page » B45 » B45 » B45 » B45 = B45 » B114 » C23 » C12

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com

Recommended Cutting Conditions ®) D45-D46

@ : Standard Item
Contact your local Kyocera sales engineer to upgrade old products to new technology

A

/\ : Phaseout Item (will be removed from next catalog)



EXTERNAL TOOLHOLDERS [RC / RN INSERT] Lever Lock

B PRGC (External / Facing / Undercutting)

Side Rake Angle: 0° A
A60° Angle of Inclination: 0°
s &) ®
O
H B
oo [ LF
!
J ' .
® Right-hand shown C
B PRXC (External / Facing / Undercutting)
LH 3 Side Rakel Ang\e: 0° g =
45 Angle of Inclination: 0° =
D=
n o
§ } )
\O'i@
0° LF E
!
e g
* Right-hand shown F
M PRGN (External / Facing / Undercutting)
Side Rake Angle: -6°
Angle of Inclination: -6°
w| 4%° ) G
=
O
LH
LF
P H
s T
® Right-hand shown
® Toolholder Dimensions J
. Spare Parts
Stock Dimensions E
g s Lever Lock Screw  Shim Shim Pin Punch Wrench
Part Number Unit = L - FH K
R L H HF B LF LH WF ‘%g %j[
8 N
\v/ LW
R
PRGCH 12-10MC [ N ) 075 | 075 075 500 060 | 1.00 | LL05C LS.05 LRA0C LsP1 .y o
16-10MD [ BN ] inch 1.00 | 100 @ 100 600 060 | 125 M
R) -
PRGCH 12-12MC [ 075 | 075 075 500 060 | 1.00 | LLAGN LSAN LRA2C LsP1 .y o
16-12MD [ BN ] 1.00 | 100 @ 100 | 600 060 | 125
R
PRGCH. 2020K-10 o o 20 20 20 | 125 15 | 25.0 LL05C Ls05 LRA0C LSP1 oA Fho
2525M-10 [ N ) o 25 25 25 150 15 | 320
R
PRGCH 2020K-12 o o 20 20 20 | 125 14 250 | LLACN LS N LR12G LSP1 oA . N
2525M-12 [ N ) 25 25 25 150 17 | 320
PRXC® 12-10MC [ N ] 075 | 075 | 075 | 500 | 1.00 | 077 LL05C LS.05 LRA0C LsP1 .y o
16-10MD [ BN ] inch 1.00 | 100 @ 100 | 600 100 | 1.02
PRXC® 12-12MC [ 075 | 075 | 075 | 500 | 1.00 | 077
16-12MD o o 100 | 1.00 | 1.00 | 600 100 | 1.02 LL1ON LSIN LR-120 LSP-1 PC- FH25 P
PRXCP 2020K-10 o o 20 20 20 | 125 | 25 | 205
2525M-10 [ BN ] 25 25 25 150 30 | 255 - LL-05C LS-05 LR-10C LSP-1 PC-1 FH-2
2525Q-10 [ BN ] o 25 25 25 180 30 | 255
PRXCRL 2525M-12 [ BN ] 25 25 25 150 30 | 257 - LL-1CN LS-1N LR-12C LSP-1 PC-1 FH-2.5 R
PRGN 2020K-09 o o 20 20 20 | 125 19 250 | LL-1N LS-1N LR-80 LSP-1 PC-1 FH-2.5
2525M-12 [ BN ] 25 25 25 150 26 | 320 LL-2N LS-2N LR-81 LSP-2 pPC-2 LW-3
® Applicable Inserts
P . Non-ferrous Medium-
Toolholder Insert Toolholder Insert Application Medium Metals Elsusiiis T
PRCICRL...12-10.. RCGX 1003MO PRGC"%....-10 1003M0 Standard AQ Standard
PRCIC"...16-10.. RCMX PRGC"...-12 RCGX | 1204MO . m
5 o RCMX Insert A
PROCTH...12-12..  RCGX 4,040 PRXCH..-10 1003MO {ﬂ) (ﬁ)
PRCICHL...16-12.. RCMX PRXCH....-12 1204MO v
PRGN'%....-09 RNMG 82 Size  RCLIX10.., RCLIX12 RCLIX10 RNMG32, RNMG43
PRGN...-12 43 = - - ' -
Ref. Page » B74 » B74 » B31

Recommended Cutting Conditions ®) D45-D46
(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2

Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D25



EXTERNAL TOOLHOLDERS [WN INSERT] Double Clamp / Multi-Lock

B DWLN (External / Facing)

Side Rake Angle: -6°

Angle of Inclination: -6°
L o
S @ Applicable Inserts ® D27
‘/:b LH " Toolholder Insert
DWLN"®.12-3B WNOG
WNOM | 33
) DWLN®.16-3D
F - DWLN"®.12-4B
WNOA
DWLN"®L16-4D WNLIG | 43..
WNOM
e Right-hand shown DWLN*....-08
Zu / Facing, Jet Coolant-Through) ¢& Pressure Resistance: up to 4,350 psi
o
29 ‘ Side Rake Angle: -6°
I | 1\HBKW Angle of Inclination: -6°

LH

LF

LF

® Applicable Inserts » D27

LILT j u E= I - j T Toolholder Insert
=R cie o DWLN#% 12-4BJCT
G1/8 MHD WNOA
i DWLN®L16-4DJCT | WNLIG | 43..
Fig.1 Fig.2 WNEM
¢ Right-hand shown DWLNFL...-08JCT
® Toolholder Dimensions JCT Coolant Connections and Pipe Parts & D10~D11
Spare Parts
Stock Dimensions o ; i
’GHZVJ = Clamp Pl(p)ﬂewiggr}gﬁté()m Screw | Spring | Shim | Shim Screw | Wrench | Wrench
S £
Part Number Unit or 2 @
22 R =
RIL H |HF HBH B HBKW| LF LH WFMHD® & \ | =
o @ﬁ \./ g For For
JCT Clamp Shim
DWLN® 12-3B [ 2K ] 0.75/0.75 0.75 4.501.06/1.00 FT-10
- - - 1/32) - CP-2D - CS-2D | SP-2D | DW-32 |SB-3080TR LW-2.5 | soid
16-3D o0 o 1.00/1.00 1.00 6.00 1.06/1.25 Separately
INCl
DWLN®. 12-4B [ 2K ] 0.75/0.75 0.75 450 1.34/1.25
- - - 11/32] - CP-3D - CS-3D | SP-3D | DW-44 |SB-4085TR  LW-3
16-4D [ 2N J 1.00/1.00 1.00 6.00 1.34/1.25 FT-15
Sold
DWLN% 2020K-08 @ @ 20 | 20 20 125 34 25 Separately
mm - - - 108 - CP-3D - CS-3D | SP-3D | DW-44 |SB-4085TR  LW-3
2525M-08 [ N ) 25 25 25 150 34 32
DWLN®L 12-4BJCT [ 2K ] 0.75/0.75/0.23/0.75 0.26 14.50 1.06/1.00 3.88 Fig.1
inch 1/32 - CP-3D-%-JCT FP-12 CS-3D-TR| SP-3D | DW-44 |SB-4085TR
@ 16-4DJCT [ 2K ] 1.00 1.00 - [1.000 - 6.001.061.25 5.38 Fig.2 i1
DWLN® 2020K-08JCT @ @ 20 20 5 20 7 125 27 25 109 Fig.1
mm 0.8 - CP-3D-%-JCT FP-12 CS-3D-TR| SP-3D | DW-44 |SB-4085TR
2525M-08JCT @ @ 25 25 - 25 - 150 27 32 134 Fig.2
*1 O-ring (8S-035) is available to order separately
B MWLN (External / Facing)
Side Rake Angle:-5°
t |_§|_ ©® m Angle of Inclination:-5°
JE’E: ® Applicable Inserts ® p27
LF Toolholder Insert
TR WNOA
T T MWLN®...-16-4D | WNLIG | 43..
WNLIM
® Right-hand shown
® Toolholder Dimensions
Spare Parts
Stock Dimensions or Clamp ) Shim .
o Clamp S Wrench Shim Lock Pin | Wrench
S crew Screw
Part Number Unit 2 .
=2 u
= C
R L HHFBLFLHWF"’S E =
G Y/ E | ¥
MWLN* 16-4D ® @ inch| 1.00 1.00  1.00 6.00 | 1.19 | 1.25 | 1/32 CcL-9 XNS-510 LW-156 IWSN432 S-46 NL46 LW-094

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Iltem [J: Made to Order /\ : Phaseout Item (will be removed from next catalog)
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EXTERNAL TOOLHOLDERS [WN INSERT] Lever Lock / Wedge Lock

B PWLN (External / Facing)

_ Side Rake Angle: -6° A
1 w o Angle of Inclination: -6°
= (o @ Applicable Inserts
’§5°|_H Toolholder Insert
LF
PWLN*®....12-3B B
WNOG | 33..
. P PWLN"®....16-3D
L PWLN"L...-06 WNOA | 33..
T \;‘ * i WNCIG
e Right-hand shown PWLN"Y....-08 WNCOM | 43..
® Toolholder Dimensions C
) . = Spare Parts
Stock Dimensions w = = -
iel's Lever Lock Screw Shim Shim Pin Punch Wrench
S
Part Number Unit 2T S ] FH o=
g 2 = 52
R L H HF B LF  LH | WF & 5 % m=
D
© = - Lw G
- 0.75 | 0.75 | 0.75 | 450 | 0.87 | 1.00
PWLN% 12-38 4 inch 1/32 LL-1N LS-1N LW-32N LSP-1 PC-1 FH-2.5
16-3D [ ] 1.00 | 1.00 | 1.00 K 6.00  0.87 | 1.25
PWLN" 1616H-06 e o 16 16 | 16 | 100 | 22 | 20 E
2020K-06 [ BN ] 20 20 20 125 22 25 0.8 LL-1N LS-1N LW-32N LSP-1 PC-1 FH-2.5
2525M-06 ® ® mm 25 25 25 150 22 32
- 20 20 20 125 26 25
VAL LK/ 0.8 LL-2N LS-2N LW-42N LSP-2 PC-2 LW-3
2525M-08 o O 25 | 25 | 25 | 150 | 26 | 32 F
B WWLN (External / Facing)
Side Rake Angle: -6°
; @ o Angle of Inclination: -6°
G
T WWLNL2020K type:
95° 1 Shim Nut sticks out as
LF shown below.
_ e ® Applicable Inserts H
S
£ T £ Toolholder Insert
= WNCA
. WWLN?....-08 | WNOIG | 43..
® Right-hand shown WNEM
® Toolholder Dimensions J
Stock DI . m Spare Parts
ocC imensions
lg % Clamp Set Shim Shim Pin Shim Nut Wrench
Part Number Unit = = (@)
IS]
R L H HF B | LF LH WF &§ % K
o \ll
WWLN? 2020K-08 o o 20 20 20 | 125 | 30 25
mm 1.2 WCS-8 WWN-42 WP5X15 WN-1 LW-3
2525M-08 [ N 25 25 25 150 30 32
® Applicable Inserts M
- P Finishing- P Finishing- Finishing- Finishing- Medium- Medium- Medium- Medium-Roughing /
Agplezlien IR Medium IR Medium Medium Medium Roughing Roughing Roughing High Feed Rate
WF (Wiper) WE (Wiper) PP PS PT
A AN A,
Insert / \ A LA H N
ﬂ \ \ﬂ_‘h Lof <
28 28y | fe u @\
—— —_— ——
Size 43.. 43.. 43.. 33.., 43.. 43.. 43..
Ref. Page » B46 » B46 » B46 » B46 » B47 » B47 » B47 = B47 = B47 = B47 P
) o " Soft Steel / Soft Steel / Soft Steel / Stainless Steel / Stainless Steel Stainless Steel | Heat-Resistant Alloy
(apleEien TN iSRG Y zglim Finishing Medium Roughing Finishing Medium-Roughing = Medium-Roughing Roughing
Standard fL-S b XP SG
A\ A fo)
\ . _ : R
=N &= =
Size 33.. 43.. 43,
Ref. Page = B47 = B49 = B49 = B48 = B48 = B48 * B48 » B48 » B48
- Non-ferrous Non-ferrous q
Application Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron Metals Metals Hard Materials T
KQ KH yAS) A GC AH PCD CBN -
| r/ﬁ‘}a’\ &r&)\ B A
- 8 L8 8 6 08 0O
i — g - el s ¢
= a7 p ] — e
Size 43.. 43.. 43.. 43.. 43.. 43.. 43..
Ref. Page = B49 = B49 » B49 = B49 = B49 = B49 » C23 » C13
* In wedge lock, use of ceramic insert other than silicon nitride insert is not recommended due to strong restrain force. Recommended Cutting Conditions \-0\ D45-D46
(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2

Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D27



EXTERNAL TOOLHOLDERS [ZBMT INSERT] Screw Clamp

ZBMT series ®

25° Insert Profiling Tools

Unique clamping structure and a wide lineup of external toolholders and boring bars.

High precision and stable machining in a wide range of applications including copying,
undercutting, tapering, V-slotting, spherical machining, and more.

TURNING
HOLDERS

Newly Developed Self-Clamping Mechanism Achieves a Higher Rigidity

Unique design holds insert at 2 points

Side Lock Mechanism Safe even for insert with small tip angle that is difficult to mount

________________________________________________________

Indentations for screw clamp are
designed into the insert's body

Uses a large screw size (M4

_____________________________

Insert Displacement During Facing Comparison (Internal Evaluation)

= Insert .

€ o012} = ZBMT displacement Stable Insert Design

% 00008 |- ™ Competitor A (25 ° Type)

£ @ By controlling insert displacement,

> 0.0004 . L "

= — Machining precision is stabilized and prolongs

2 0 Sum tool life

_§ -0.0004 — Reduces defect rate due to sudden

% 10,0008 21 pm dimensional deviation

e 20,0012 *Please check P5 for how to attach and detach insert

5 10 15 20 25 30 using the new insert clamp
Number of Machining Passes

Cutting Conditions : V¢ = 750 sfm, D.O.C. = 0.012", f = 0.006 ipr, Wet Workpiece 4137
*The above figures are not guaranteed and depends on cutting conditions.

800.823.7284
D28 {g I(HDEERE Visit us online at KyoceraPrecisionTools.com



EXTERNAL TOOLHOLDERS [ZBMT INSERT] Screw Clamp

Unique Holder Design to Meet Customers' Needs

s3avHo
LH3SNI
>

Both boring bars and external toolholders are compatible with internal coolant.

Unique Double Coolant Hole Design Fine Tuned and Adjustable

+ 4 ° Adjustable Oscillation

SLHISNI
ONINHNL
(o)

Supplies coolant directly to the cutting edge and
provides improved chip evacuation and long tool life
(Coolant discharge direction: Fine adjustment possible)

SLHISNI
@od/Ngd
(9]

*Though coolant stream hits side clamp screw, machining
performance is not affected

SH3IATOH
ONINHNL

*Pressure resistance: ~ 435 psi

Uses a clamp with a small thickness that does not
interfere with chip flow

ST00L
TIVINS
m

g
= §E
@
(o)
3
c G
=
@
Easy to use for Facing e
o H
o
/0— Insert corner : 2-Step Positive Type (20°) EffeC_tIVQ for facmg
applications
J
o———— Holder: Tapered shape
Inserts and toolholders have a unique end shape K
No additional machining is required when trying
to avoid interference with workpiece.
=
M
(9}

Significant reduction in quality defect costs (User Evaluation)

Suppresses dimensional fluctuations due to insert displacement. GF Chipbreaker chip condition
Reduces defect rates.

ONIMOOL
JONYHO Y0IND
<

Defect rate Ve
Dimensional defect rate Reduction 4 \

/
. |} i LY
GF Chipbreake . /, \\\\_.}.

S1Hvd 3HYdS
o

-------- part —
m
i (9]
Competitor B 100 +/month | — R
[
——— #
Cutting Conditions : Vc = 750 sfm, D.O.C. = 0.012", f = 0.006 ipr, Wet R
Workpiece 4137 B P
=
,.1.;-%“-«-.,.“' % T
Customer Feedback - it Y.

— Some parts require an insert with a tip angle of 25° to allow machining.
— The dimensional error of the GC chipbreaker was drastically improved in comparison with the competitors.
— Greatly reduced the cost of quality defects

800.823.7284
Visit us online at KyoceraPrecisionTools.com {g KHDEERE D29



EXTERNAL TOOLHOLDERS [ZBMT INSERT] Screw Clamp

B SZLB (External / Copying) &P Pressure resistance : ~ 435 psi

Side Rake Angle : 0°
Angle of Inclination : 0°

LF

HF
H

| MHD
* Right-hand Shown \ ® \When using ZBMT13T304R-GF-15D inserts, use a Right-hand holder only
oy . .
% E / Copying / Undercutting) @ Pressure resistance : ~ 435 psi
o
= g Side Rake Angle : 0°
Angle of Inclination : 0°
w m
=
LF
£ | T
I
MHD
* Right-hand Shown
. SZVB (External / Copying) @ Pressure resistance : ~ 435 psi
" Side Rake Angle : 0°
;[ @ Angle of Inclination : 0°

LF

HF
H

MHD

® Toolholder Dimensions

Spare Parts
Stock Dimensions (mm o 2o
(mm) g % £ Clamp Clamp Screw | Insert Screw | Wrench
T ! =
Part Number E ac-) 5 >
RIN/L H HF B LF LH WF MHD & 5 S IFp]. ©' =
S S o E
SZLB®L 2020K-13C [ ® 20 20 20 125 40 23 | 926 04 | v
es
2525M-13C [ ] o 25 25 25 150 40 28.2 118
SB-3079TR FT-8
SZPB%. 2020K-13C [ ® 20 20 20 125 37 | 272 | 95
0.4 Yes ZCP-13 BH2X6
2525M-13C [ J ® 25 25 25 150 36 339 | 124.2 Recommended tightening
SZVBN 2020K-13C ° 20 20 20 | 125 | 40 0 88 torque 1.2 Nm
. es
2525M-13C o 25 25 25 150 40 12.5 114.6
® Applicable Inserts When mounting the insert (Tightening torque: 1.2 Nm) : When removing the insert
Application 25° Tip Angle 15° Tip Angle
Ref. Page » B101 + B101
GF GF-15D :
Insert :
Toolholder. : -
SZLB...-13C :
SZPB...-13C ZBMT13T3 ZBMT13T3 :
SZVB..-13C :
1. Tighten the main screw with the 2. Tighten the side screw to Remove the two screws and put the wrench into the
Recommended Cutting Conditions & B101 insert pressed against the contact complete the installation. : gap at the back end of the insert. It can be easily
surface with fingertips. * removed by pushing out the insert as shown above.

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)
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COOLANT THROUGH HOLDER PIPING PARTS

Piping Parts

Optional Piping Parts Available 1. Joint / Banjo bolt x 2
Choose from parts below to match your machine specifications 2. Washer x 2-4
3. Hose x 1
1.Joint / Banjo Bolt Pressure Resistance: up to 4,350 psi~ 2.\Washer  Pressure Resistance: up to 4,350 psi
Thread Standard Shape Nfrirger Stock
Shape Part Number | Stock  Hoider / Machine
Connection
J-G1/8-UNF3/8 [ G1/8 ”‘\ :I:‘:I:]; WS-10 [ ]
B A==
1 015
J-M10X1.5-UNF3/8 @ M10X1.5
* Use 2 washers for a banjo bolt
Banjo Bolt G1/8 (M10) »
(or Ange Hose) :} BB-G1/8 [ G1/8
OF="=
m j 243 BB-M10X1.5 ) M10X1.5
3.Hose Pressure Resistance: up to 4,350 psi
p—
Shape Part Number Stock Thread Standard |menS|ins (mm)
HS-ST-ST-200 ° 200
(=2 UNF3/8 UNF3/8
HS-ST-ST-250 ) 250
HS-ST-AN-200 [ ] . 200
o 1 UNF3/8 .
HS-ST-AN-250 ) (Banjo Bolt) 250
HS-AN-AN-200 ° . . 200
o= = HS-AN-AN-250 ° (Banjo Bott) (Banjo Bolt) 250
® Boring/Facing Available Cutting Dia. and Max. D.O.C. ® Undercutting Diameter of SZPB
Standard Comner-R z
0.4mm (RE) S %
" o
Cutting | Depth al 8 Comer-R | D.O.C. = DCN
Dia. (mm)  (mm) Corner-R (RE) l RE) mm) | (Min)
@30 0.5 o 05 @30
@50 1.5 . 1 235
265 3.0 s 05 230
@80 6.0 . 1 235
@100 10.0 08 05 @110
@150 14.0 . 1 7150

How to Modify Toolholder when Using 15° Insert

When using 15° insert, additional modification is required for the holder to avoid interference.

Recommended Additional Modification

« Set the edge of insert bearing surface at the end of the holder at horizontal
reference shown below.

« Modify the holder to 0.6 mm from the tip at an angle of not less than 45 degrees
from the horizontal. Modification part

Horizontal reference

| 0.6mm I

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE
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TOOLHOLDERS FOR CERAMIC INSERTS [CN] Top Clamp

B CCLN/HCLN (External / Facing)

LH = Side Rake Angle: -6°
% Angle of Inclination: -6°
I
95° f
- ; \© m
95° 9° LF
F T
¢ Right-hand shown
® Toolholder Dimensions
ior) Spare Parts
Z5 Stock Dimensions [m) Clamp Shim
g9 D & Chipbreaker S Wrench = Shim Lock Pin | Wrench
g3 S et Screw
LaleS Part Numb Unit L
art Number ni E & ) ?/ @ g = ﬁ
n = 'a" < é )
R L H HF B | LF  LH  WF HBKW, 8 @ = E @’/ ‘g
CE  HCL M8 S
CCLN% 2020K-12 o o 20 | 20 | 20 | 125 | 32 | 27 5 Sp-441 M3X8
0.8 CB-16 CE-010 LW-4 -
2525M-12 ® ® mm 25 25 25 150 32 @ 32 - (SP-443) | (M3X12)
CCLN%. 3225P-16 [ BN ] 32 32 25 | 170 | 35 32 - 0.8 CB-17 CE-220 LW-4 SP-454 M4X10 -
HCLN%. 16-4D ® O inch 1.00 100 100 600 126 125 - | 1/32 HCB318 HCLOOS LW-4 dggmgg) S-46 | NL46L | Lw-094
* Shim & Shim Screw: When using CNI[43 Insert, purchase spare parts in ( ) separately.
® Applicable Inserts
Application | Cast Iron / Hard Materials | Hard Materials / Cast Iron Application | Cast Iron / Hard Materials | Cast Iron / Hard Materials
Ref. Page = B108 » C19 Ref. Page = B108 = B108
Ceramic CBN (KBN900) Ceramic Ceramic
Shape Shape
Tooholder \/ Toolholder
Rl CNG45.., (CNG43..) L 45.. 45..
CCLN%....-12 CNM45 (CNM43..) HCLN"....16-4D CNG 43.) CNOIJA (43.)
CCLN'...-16 CNGS5S5.. B Recommended Cutting Conditions ®) D45-D46
@ Ceramic Insert Selection Guide
Select the suitable ceramic specifications (Corner-R(RE), Feed Rate, Chamfer, etc.) from the table below. (No.45, Cutting Edge Angle: 0°~15)
! f (ipr
Insert Shape Corlgér R (ior) D.O.C.
(RE) | 0.004 | 0.006 | 0.008 | 0.010 | 0.012 | 0.014 | 0.016 | 0.018 | 0.020 | 0.024
Q RN - 0.012~0.157
2.0
SN 16
1.2 0.012~0.157
EN
0.8
CN
0.4
VAN
1.2 For Finishing 0.012~0.079
DN
0.8
Chamfer 0.002"x20° (0.004"~0.008")x(20°~25°) ‘ 0.012"x30°
Insert Thickness 5/16”
(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Iltem [J: Made to Order /\ : Phaseout Item (will be removed from next catalog)
D32 {g I(I_'IDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



TOOLHOLDERS FOR CERAMIC INSERTS [DN / EN]

B CDJN (External / Copying / Back Turning)

Top Clamp

Side Rake Angle: -5°

LH Angle of Inclination: -8°
m
N L QP
~—
— 29°
\ N 93° LF
93°
i
- T
¢ Right-hand shown
® Toolholder Dimensions
Spare Parts
Stock Dimensions m
DX Chipbreaker Clsagsp Wrench Shim
S
Part Number Unit 2
g 2
R L HHFBLFLHWFw(g@ / @
CDJN% 2525M-15 o o 25 | 25 | 25 | 150 | 32 | 32
mm 0.8 CB-14/15 CE-010 LW-4 556CH HH5X16
3225P-15 [ BN ] 32 32 25 | 170 | 32 32
® Chipbreaker: CB-14 for Right-hand Toolholder, and CB-15 for Left-hand Toolholder.
¢ Shim: 556CR for Right-hand Toolholder, and 556CL for Left-hand Toolholder.
® Applicable Inserts
- Cast Iron /
aesleaion Hard Materials
Ref. Page = B109
Ceramic
Shape
Toolholder .
CDJN"L...-15 DNG45..
Recommended Cutting Conditions ®) D39-D40
B CELN (External / Facing)
LH Side Rake Angle: -6°
Angle of Inclination: -6°
97.5°
S §
97.5°
97.5° LF
1 o :
- —
¢ Right-hand shown
® Toolholder Dimensions
. Spare Parts
Stock Dimensions - i
50 Chipbreaker Clamp Set Wrench Shim Shim Screw
Part Number Unit (‘% < S
+— O
n = 3 )
R L HHFBLFLHWF8§ &vg/— @’/ g
CELN®L 2525M-13 ® ® mm 25 25 25 150 32 32 0.8 CB-16 CE-010 LW-4 SP-342 M3X8
® Applicable Inserts
Application (i e /
Hard Materials
Ref. Page = B109
Ceramic
Shape
Toolholder
CELN%...-13 ENG45.. Recommended Cutting Conditions ® D45-D46

@ : Standard Item

/\ : Phaseout Item (will be removed from next catalog)
Contact your local Kyocera sales engineer to upgrade old products to new technology

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com
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TURNING
HOLDERS
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TOOLHOLDERS FOR CERAMIC INSERTS [SN]

B CSRN/HSRN (External)

Top Clamp

E Side Rake Angle: -6°
% LH Angle of Inclination: -4°
S @
% LF
¥ \;__4( T
¢ Right-hand shown
M CS-N External)
= Side Rake Angle: -6°
é LH Angle of Inclination: -4°
TV
A o) A
w m
i‘ ¥
85 - :/85" LF N
Iy
T T
¢ Right-hand shown '
B CSKN (Facing)
Side Rake Angle: -6°
o A Angle of Inclination: -4°
w m
75° =759 O y
LH
LF
} 3 ‘
= T
Y
® Right-hand shown
B CSYN (Facing)
Side Rake Angle: -6°
Angle of Inclination: -4°
= Jhatiie °
LH
LF
¢ Right-hand shown
B CSSN (External / Facing / Chamfering)
m Side Rake Angle: -6°
Angle of Inclination: 0°
i o
1 :
— \
45° a5 LF
T \ T
® Right-hand shown
800.823.7284
{g I(I_'IDEERE Visit us online at KyoceraPrecisionTools.com



TOOLHOLDERS FOR CERAMIC INSERTS [SN]

M CSDN/HSDN (External / Chamfering)

Top Clamp

Back Rake Angle: -8.5°

&,‘
L T —h
=) o
| R
- C >—> 45 LF
45° 45° -1
o T
® Toolholder Dimensions
. Spare Parts
Stock Dimensions o ;
g@ Chipbreaker Clamp Set Wrench  Shim SS him LS.CK Wrench
Part Number Unit o crew | oin
IR =l
= Zf <
R N L H HF B LF LH WF HBKWWFs ® 3 y, &> = =
8 el E N = T
020 220 040 HCL M3 S =
CSRN%L 20-4E [ @ inch 1.25/1.25/1.25/7.000.88 1.50 - 11/82] CB-11 CE-020 LW-4 | SP-141 M3X8
CSRN"L 2020K-12 @ [ ] 20 | 20 20 125 22 220 2
SP-141 M3X8
2525M-12 @ ° 25 | 25| 25 [150| 22 | 27.0 - 08| CB-11 CE-020 LW-4 | b 13| (Maxi2)
3225P-12 @ [ J 32 32 25 170 22 27.0
3225P-15 @ 32 32 25 170 30 324 -
0.8 | CB-51 CE-220 LW-4 | SP-162 | M4X10
4040R-15 @ [ J 40 | 40 | 40 200 30  43.0
SP-141 M3X8
CS-N%L 2525M-12 @ ® mm 25 25 25 150 20 320 - 08| cB-M1 CE-020 LW-4 Sp1a3) | (M3x12)
CSKNfL 2020K-12 @ 20 20 | 20 125 27 | 25.0 - SP-141 | M3Xs
0.8 | CB-11 CE-020 LW-4
2525M-12 @ [ ] 25 25| 25 150| 27 | 32.0 (SP-143) | (M3X12)
3225P-15 @ 32 32|25 170| 37 | 32.0 - 08| CB-51 CE-220 LW-4 | SP-162 | M4X10
SP-141 M3X8
CSYNL 2525M-12 @ [ ) 25 25| 25 150| 27 | 32.0 08 | CB-11 CE-020 LW-4 | b 1a3) | (Maxi2)
) SP-141 M3X8
CSSNL 16-4D [ ] @ inch 1.00 1.00/1.00 6.00 1.00| 1.25 1/32 | CB-11 CE-020 LW-4 | b 143 | (Maxi2)
CSSNL 2020K-12 @ 20 20 | 20 |125| 26 | 25.0 16 SP-141 M3X8
08 | CB-11 CE-020 LW-4
2525M-12 @ [ J 25 25 25 150 26  32.0 23 (SP-143) | (M3X12)
CSDNN 2020K-12 [ ) mm| 20 20 | 20 125 32 | 10.0
2525M-12 ° 25| 25 25 150 32 125 - o8 - CE-040 Lw-4 | SP14t o MSX8
: : (SP-143) | (M3X12)
3225P-12 [ ] 32 32|25 170| 32 | 12,5
HCL-000 ISSN433
HSRN% 16-4D ° - 1.00/1.00/1.00 6.000.87| 1.13 - | 1/32 | HCB300 (HOL-001) LW-4 | conasg)  S46 | NL46L  Lw-004
Inc
HSDNN 20-4D ° 1.25/1.25/1.25/6.00 1.30 0.625 Y - HCL-002 Lw-4 (Egm?g) S46  |NL46L| LW-094
® Shim & Shim Screw : When using SNI[J43 Insert, purchase spare parts in ( ) separately.
® Applicable Inserts
i I I Hard Material
Application Hacrgs&;fgrigb Hacrgs&;fgrigb Cast Iron argasf }forf s/ When using as toolholder for CBN tools (KBN90O),
prepare spare parts below separately.
Ref. Page % B111, B112 s B111 + B35 % C19
Ceramic Ceramic Coated Carbide CBN (KBN900) Clamp Set Shim Shim Screw
- = @
Toolholder " g, Y \ ’ =
} ) M3 S
R 45 (SNG43.) - (SNM43..) (SNM43..) CE-030A SP-143 Maxi2
CSRN*%...-15 SNG55.. -
CS-N..-12 anG4s.. (SNG4S.) - (SNM43..) (SNM43.) CE-030A SP-143 M3x12
CSKN....-12 anG4s.. (SNG48.) - (SNM43.) (SNM43.) CE-030A SP-143 M3x12
CSKN%....-15 SNG55.. -
CSYN™...-12 gmm@ (SNG43.) - (SNM43..) (SNM43..) CE-030A SP-143 M3X12
C a5 (SNG43.) - (SNM43..) (SNM43..) CE-030A SP-143 Max12
SNG45.. (SNG43..) } . .
CSDNN...-12 SNMaE. (SNM43..) (SNM43..) SP-143 M3X12
) SNG45.. (SNG43..) | (SNGA43..) i :
HSRN"%...-4D SNMaE. (SNMA43.) (SNM43..) (SNM43..) HCL-001 ISSN453 S-46
) SNG45.. (SNG43..) | (SNGA43..) . ’
HSDNN...-4D SNMaE. (SNMA43.) (SNM43..) (SNM43..) ISSN453 S-46

® Shim & Shim Screw : When using SNJ[J43 Insert, purchase spare parts in ( ) separately.
*CSDNN...-12: Clamp Set CE-040 is used continuously.

@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog)
Contact your local Kyocera sales engineer to upgrade old products to new technology

Recommended Cutting Conditions ®) D45-D46

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com
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HOLDERS

D36

TOOLHOLDERS FOR CERAMIC INSERTS [TN]

B CTJN (External)

Top Clamp

E Side Rake Angle: -6°
LH a Angle of Inclination: -4°
s S @
~f—
4/‘93° LF
93°
T T
® Right-hand shown
B CTUN (Facing)
1 Side Rake Angle: -6°
— W o © Angle of Inclination: -4°
93° 5| |
LH
f e i
[V
T T
\J
® Right-hand shown
® Toolholder Dimensions
Spare Parts
Stock Dimensions )
g@ Chipbreaker | Clamp Set Wrench Shim Shim Screw
o
Part Number Unit E <
B e
R L H HF B LF LH WF HBKW @5 $ {Q/ g
CTJNL 16-3D o O 1.00 | 1.00 1.00 600 088 | 125 - SP-221 M3X8
inch 1/32 | CB-12/13 CE-020 LW-4
16-4D [ BN ) ' 1.00 | 1.00 | 1.00  6.00 | 088 | 1.25 - (SP-223) (M3X12)
CTJINL 2020K-16 e o 20 20 | 20 | 125 | 21 25 2 SP-221 M3X8
0.8 CB-12/13 CE-020 LW-4
2525M-16 o o 25 25 25 | 150 | 21 32 - (SP-223) (M3X12)
mm
CTUN®L 2020K-16 [ N ) 20 20 20 | 125 | 27 25 - SP-221 M3X8
0.8 CB-13/12 CE-020 LW-4
2525M-16 o o 25 25 25 | 150 | 27 32 - (SP-223) (M3X12)

* CTUN (Chipbreaker): CB-12 for Right-hand Toolholder, CB-13 for Left-hand Toolholder.
CTUN (Chipbreaker): CB-13 for Right-hand Toolholder, CB-12 for Left-hand Toolholder.

* Shim & Shim Screw: When using TNLCI[J33 Insert, purchase spare parts in () separately.

® Applicable Inserts

_— Cast Iron / Hard Hard Materials /
akileaten Materials Cast Iron
Ref. Page + B113 » C19
Shape Ceramic CBN (KBN900)
Toolholder “
TNG35.. (TNG33..)
CTJN™...-3D (TNM33.) (TNM33..)
TNG45.. (TNG43..)
CTJN"...-4D (TNM43.) (TNM43..)
CTJN%...-16
TNG35.. (TNGS33..) (TNM33.)
CTUN%...-16 (TNM33..)

Recommended Cutting Conditions ®) D45-D46

0! KYOCERG

(Customer Service) 800.823.7284 - Option 1

(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com

@ : Standard Item

A

/\ 1 Phaseout Item (will be removed from next catalog)

Contact your local Kyocera sales engineer to upgrade old products to new technology



TOOLHOLDERS FOR CERAMIC INSERTS [RN, RCGX] Top Clamp

B CRSN/HRSN (External / Facing)

Side Rake Angle: -6° A
A A Angle of Inclination: -6°
w 0
1 = © v
Y
- LH
= LF - B
® Right-hand shown C
B CRDN (External / Copying) B CRDC (External / Copying)
Back Rake Angle: -8.5° g =
g2
w L m=
5 g0 @ 5 @ _ o | 33
—_— LH
- LF - LH F
E
T T T T
F
® Toolholder Dimensions
R Spare Parts
Stock Dimensions w
% L Clamp Set = Wrench Shim Shim Screw | Lock Pin | Wrench G
o
) kel
Part Number Unit EZ S ﬁ
& S I = D
R N L H HF B LF | LH  WF |9 8 E v = \g/
CE HCL SP HSH M S S
CRSN 2020K-12 [ ] [ ] 20 | 20 20 | 125 | 26 | 250 - H
2525M-12 @ ® mm 25 25 25 | 150 | 26 320 - | CE-030 LW-4 SP-641 M3x8 - .
: (SP-843) (M3X12)
3225P-12 [ ] [ 32 32 | 25 | 170 | 26 320 | -
CRDNN 16-4D [ J 1.00 100  1.00 600 1.13 0500 - SP-841
inch CE-030 Lw-4 M3X8 - - J
20-4E ) 125 125 | 1.25 7.00 | 1.13 0625 - (SP-843)
CRDNN 2020K-12 [ J 20 20 20 125 28 100 -
SP-841 M3X8
2525M-12 [ J 25 | 25 | 25 | 150 @28 | 125 - CE-030 Lw-4 (SP-843) M3X12) - -
3225P-12 [ J mm| 3 | 3 | 25 170 28 125 - K
3232P-15 [ J 32 32 3 170 35 160 -
CE-040 Lw-4 SP-861 M4x10 - -
4040R-15 [ J 40 40 40 200 35 | 20.0 -
HRSN% 16-4D [ J O 1.00 100 100 6.00 1.08 1250 - IRSN43
inch HCL-001 Lw-4 IRSN4 S-46 NL46L LW-094
20-4D [ J O 125 125 125 600 1.08 1500 - ( 5) M
CRDCN 16-2 [ 1.00 | 1.00 | 1.00  8.00 | 1.00 |0.500| - HCL-017C LW-2 HSHB65A
16-3 [ J 1.00 100 1.00 800 1.50 0500 -
HCL-016 LW-25IP HSHB55
20-3 [ J inch| 1.25 | 1.25  1.25 | 8.00 | 1.50 0.625| - - - -
20-4 [ J 125 125 125 800 200 0625 - HCL-007 Lw-4 HSHE57 N
20-6 [ J 125 125 125 800 200 0625 - HCL-013 Lw-4 HSHE61
® Shim & Shim Screw : When using RN[J43 Insert, purchase spare parts in ( ) separately.
® Applicable Inserts P
Aorllesitemn Cast Iron / Hard Materials / . PerlleEiten Cast Iron /
PP Hard Materials Cast Iron When using as toolholder for CBN tools (KBN90O), PP Hard Materials
prepare spare parts below separately.
Ref. Page = B110 = C19 Ref. Page + B116
Shape Ceramic CBN (KBNQOO) Clamp Set Shim Shim Screw Shape Ceramic R
£ )
S ¥
Toolholder v M Toolholder
CRSN*....-12 RNG45.. (RNG43..) (RNM43..) CE-030A SP-843 M3X12 CRDCN...-2 RCGX 102T04015 T
SRONN-4D/4E  RNGA45.. (RNG43.) (RNM43..) CE-030A SP-843 M3X12 CRDCN...-3 RCGX 35.., 103..
CRDNN...-15 RNG55.. _ _ _ _ CRDCN...-4 RCGX 45.., 104..
HRSN*....-4D RNG45.. (RNG43..) (RNM43..) HCL-001 IRSN45 S-46 CRDCN...-6 RCGX 106..

Recommended Cutting Conditions ® D45-D46

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem [ : Made to Order /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D37



TURNING
HOLDERS

TOOLHOLDERS FOR SOLID CBN INSERTS [CNM]

Top Clamp

B CCRN-A (External)
Side Rake Angle: -6°
LH Angle of Inclination: -6°
; @ m|
fj\o 750 LF
~f—
]
. s T
® Right-hand shown
B CCLN-A (External / Facing)
Side Rake Angle: -5°
<i>| Angle of Inclination: -5°
A A
e °
-1 950 LF >
E T
® Right-hand shown
® Toolholder Dimensions
Spare Parts
Stock Dimensions m
oX | Clamp Set Wrench Shim Shim Screw
S
Part Number Unit 2T
3 2
R L H HF B LF LH WF 2 g
CCRN®L 2525M-09A © @ 25 25 25 150 27 27 0.8 CE-030A LwW-4 SP-429 HH3X12
CCLN"L 2525M-09A ©® @ mm 25 25 25 150 28 32 0.8 CE-030A LwW-4 SP-429 HH3X12

® Applicable Inserts

Hard Materials /

Application Ceni e
Ref. Page =+ C19
CBN (KBN900)
Shape

Toolholder v

CCRN"....-09A

CCLN%...-09A

CNM32..

D38  OKYOCERA

(Customer Service) 800.823.7284 - Option 1

(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com

@ : Standard Item A\ : Phaseout Item (will be removed from next catalog)
Contact your local Kyocera sales engineer to upgrade old products to new technology



TOOLHOLDERS FOR SOLID CBN INSERTS [RNM] Top Clamp

B CRSN-A (External / Facing)

Side Rake Angle: -6° A
L A Angle of Inclination: -6°
w m
f & ,
A
LH
- < = LF > B
® Right-hand shown C
B CRDN-A (External / Copying))
- .8 R° i |
L;L i Back Rake Angle: -8.5 g §
g >
=© @ 52
v ok
LH
—_—
e -t LF >
E
A A
E T
\J \
: : F
® Toolholder Dimensions
Spare Parts
Stock Dimensions [my
g L ' Clamp Set Wrench Shim Shim Screw
. o G
Part Num nit e
art Number Uni 5 5 g
RN L H HFE B LF LH W @8 ‘gg
CRSN% 2525M-09A @ [ ] 25 25 25 | 150 @ 26 | 320 H
- CE-030A Lw-4 SP-829 - HH3X12
3225P-09A @ [ 32 32 25 170 26 | 320
2525M-12A @ [ 25 25 25 150 26 | 320 SP-849
- CE-030A Lw-4 - BH3X12
3225P-12A @ [ 32 32 25 170 26 | 320 (SP-843)
mm
CRDNN 2525M-09A [ J 25 25 25 150 29 12,5
- CE-030A LwW-4 SP-829 - HH3X12 J
3225P-09A [ 32 32 25 170 29 12.5
2525M-12A [ 25 25 25 150 28 12,5 SP-849
- CE-030A Lw-4 - BH3X12
3225P-12A [ 32 32 25 170 28 | 125 (SP-843)
¢ -12A toolholder Shim: When using RNLI[J43 Insert, purchase spare parts: SP-843 in ( ) separately. K
® Applicable Inserts
N Hard Materials / Cast Iron / ) .
Application Gesi lian Hard Materials | When using as toolholder for ceramic tools,
prepare spare parts below separately.
Ref. Page » C19 » B112
CBN (KBN900) Ceramic Shim Shim Screw M
Shape 6 T
Toolholder g
CRSN*....-09A RNM32 (RNG33) SP-826 - N
(RNG43) SP-843 M3X12
CRSN*L...-12A RNM42
(RNM43) (RNG45) SP-841 M3X8
CRDNN...-09A RNM32 (RNG33) SP-826 - P
(RNG43) SP-843 M3X12
CRDNN...-12A RNM42
(RNM43) (RNG45) SP-841 M3X8
Recommended Cutting Conditions ® D45-D46 R
T

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D39



TOOLHOLDERS FOR SOLID CBN INSERTS [SNM] Top Clamp

B CSRN-A (External)

Side Rake Angle: -6°
PR Angle of Inclination: -4°
A ]
w O .
=
¥ Y
75° LF
~— - »
75°
® Right-hand shown
B CSKN-A (Facing)
% o _ - Side Rake Angle: -6°
E § Zea |_|_A m“ Angle of Inclination: -4°
= 2| 759 0 Y
y
LH
LF
® Right-hand shown
® Toolholder Dimensions
Spare Parts
Stock Dimensions o
g L Clamp Set Wrench Shim Shim Screw
o
Part Numbe! Unit 2 >
o | 5t G RIS
R L H HF B LF LH WF | @5 = S
° S E
HH
CSRN®L 2525M-12A o 0 25 25 25 | 150 | 22 | 27 | 08  GCE-030A LW-4 (gﬁ’]jg) BHaX12
mm -
CSKNR 2525M-09A [ J 25 25 25 150 27 32 0.8 CE-030A Lw-4 SP-129 - HH3X12
* -12A toolholder Shim: When using SNI[J43 Insert, purchase spare parts: SP-143 in () separately.
® Applicable Inserts
N Hard Materials / Cast Iron / ) .
Application Gt i@ Cast Iron Hard Materials When using as toolholder for ceramic tools,
prepare spare parts below separately.
Ref. Page = C19 » B35 = B111, B112
CBN (KBN900) | Coated Carbide Ceramic Chipbreaker Clamp Set Shim Shim Screw
Shape
&P,
Toolholder % % \@’ g
SNM42.. (SNG43..) (SNM43..) SP-143 M3X12
CSRN%....-12A .. - -
i (SNM43..) (SNM43..) (SNG45..) (SNM45..) CB-1 CE-020 SP-141 M3X8
CSKNR...-09A SNM32.. - - - - - -

Recommended Cutting Conditions ® D39-D40
(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com

@ : Standard Item A\ : Phaseout Item (will be removed from next catalog)
Contact your local Kyocera sales engineer to upgrade old products to new technology

D40  OKYOCERA



TOOLHOLDERS FOR CERAMIC INSERTS [SNM] Top Clamp

B CSSN-A (External / Facing / Chamfering)

Side Rake Angle: -6°
<i>1 Angle of Inclination: 0° A
[
w
} S ;I ©) i
e
45° 455 LF B
T T
® Right-hand shown C
M CSDN-A (External / Chamfering)
. g 5o T
LH Back Rake Angle: -8.5 '9 §
T — -
=) EDI 23
|
45° LF
1
E
% 3
Y
: : F
® Toolholder Dimensions
Spare Parts
Stock Dimensions o
',g L Clamp Set Wrench Shim Shim Screw
. o G
Part Num nit 2T R
art Number Uni § 5 ‘Q’ S —
R N L H HF B LF | LH  WF WFS 9 & !/‘K @ S
o H g g
030A 040 e BA
CSSNRL 2525M-09A @ [ ] 25 25 25 150 26 320 | 25 SP-129 - HH3X12 H
0.8 CE-030A LW-4 SP-148
2525M-12A @ [ ] 25 | 25 | 25 | 150 | 26 | 320 23 - SP-143 BH3X12
mm (SP-143)
CSDNN 2525M-09A [ 25 | 25 | 25 | 150 | 32 | 125 - SP-129 - HH3X12
0.8 CE-040 LW-4 Sp-148
2525M-12A ° %5 | 25 25 150 | 32 | 125 - - P149) BHaX12 J
* -12A toolholder Shim: When using SNLIJ43 Insert, purchase spare parts: SP-143 in () separately.
® Applicable Inserts
Arlieziien Hard Materials / Ot e Cast Iron / . .
Cast Iron Hard Materials When using as toolholder for ceramic tools, K
prepare spare parts below separately.
Ref. Page = C19 + B35 = B111,B112
CBN (KBN900)  Coated Carbide | | Geramic Chipbreaker Clamp Set Shim Shim Screw
Shape &,
Toolholder $ % \@’ g M
CSSN™...-09A SNM32.. - - - - - -
SNM42.. (SNG43..) (SNM43..) SP-143 M3X12
NL...-12A .. - |
CSSN'L (SNM43..) (SNM43.. (SNG45..) (SNM45..) CB-11 CE-020 SP-141 M3X8 N
CSDNN...-09A SNM32.. ) - - - - -
CSDNN..-12A SNM42.. (SNG43..) (SNM43..) . . SP-143 M3X12
(SNM43..) (SNM43..) (SNG45..) (SNM45..) SP-141 M3X8
Recommended Cutting Conditions ®) D45-D46 P
R
T

(Customer Service) 800.823.7284 - Option 1

@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2
Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D4 1



TURNING

TOOLHOLDERS FOR SOLID CBN INSERTS [TNM] Top Clamp

B CTJN-A (External)

Angle of Inclination: -4°

e

LH Side Rake Angle: -6°

® Right-hand shown

® Toolholder Dimensions

@ Spare Parts
o Stock Dimensions [m)
Q g % Clamp Set Wrench Shim Shim Screw
e Part Number Unit 2L >
s
R L H HF B LF LH WF | @ g
CTIN%L 2525M-11A @ @ mm 25 25 25 150 22 32 0.8 CE-030A LW-4 SP-219 HH3X12

® Applicable Inserts

Arollesiten Hard Materials / Cast Iron /
PP Cast Iron Hard Materials
Ref. Page » C19 = B111
CBN (KBN900) | Ceramic
Shape
Toolholder
——

CTIN"L...-11A TNM22.. TNG22..

* TNM33 Insert toolholder is described in ® D36
Recommended Cutting Conditions ®) D45-D46

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2 @ : Standard Item A\ : Phaseout Item (will be removed from next catalog)

D42 {g I(HDEERE Visit us online at KyoceraPrecisionTools.com Contact your local Kyocera sales engineer to upgrade old products to new technology



TOOLHOLDERS FOR BEARING MACHINING [RCMT INSERT] Lever Lock

B PRGC-BE (External)

/ i ] A
w [a0]
= [¢)
: :[d ' o)
LH
LF
B
w
T I
Y
,,,,,,,,,,,, T
g}
® Right-hand shown * C
® Toolholder Dimensions
Spare Parts zd
Dimensions Lock ) - c3
. Lever Seew Shim Shim Pin Punch Wrench Applicable gg
Part Number S \Unit = Inserts
& ) B105
H HF [ HBH B LF LH | WF . %j A B105
v E
PRGCR 2525M-12BE @ 25 25 - 25 150 25 32 LL-1CN LS-1N LR-12C LSP-1 PC-1 FH-2.5 RCMT
i : 1204M0-BB
mm
2525M-16BE A 25 25 - 25 150 | 27 32 LL-2C LS-1T LR-16C LSP-2 PC-2 FH-2.5 RoMT
i i 1606M0-BB F

Recommended Cutting Conditions ® D45-D46

(Customer Service) 800.823.7284 - Option 1
@ : Standard ltem /\ : Phaseout Item (will be removed from next catalog) (Technical Support) 800.823.7284 - Option 2

Contact your local Kyocera sales engineer to upgrade old products to new technology Visit us online at KyoceraPrecisionTools.com {g KHDEERE D43



TOOLHOLDERS FOR BEARING MACHINING [SNMF INSERT]

B CBSN (External Corner Filleting)

Top Clamp

— —ap ’
\
—1 < LF
T T
® Right-hand shown
® Toolholder Dimensions
0 Spare Parts
= Stock Dimensions
Z9 Clamp Set Wrench Shim Shim Screw .
=R Part Number Unit Applicable Inserts
) ® B105
R L H HF B LF LH WF @ =
-\ g
CBSN 2020K-12 o o 20 | 20 20 | 125 | 32 | 20
mm LW-5 SP-RC SP3X8 SNMF120400-21
2525M-12 o o 25 | 25 | 25 150 32 | 25

9 Tooling for Bearing Machining

® Clamp Set: CP-RCR for Right-hand Toolholder, and CP-RCL for Left-hand Toolholder.

Internal Corner Filleting
CBSN-B
= F86

External Corner Filleting
CBSN
= D44

Boring
SRCP-B
= F86

External
PRGC-BE
= D43

D44  OKYOCERA

(Customer Service) 800.823.7284 - Option 1
(Technical Support) 800.823.7284 - Option 2
Visit us online at KyoceraPrecisionTools.com

Recommended Cutting Conditions ® D45-D46

@ : Standard Item

A

/\ 1 Phaseout Item (will be removed from next catalog)

Contact your local Kyocera sales engineer to upgrade old products to new technology



RECOMMENDED CUTTING CONDITIONS

B Recommended Cutting Conditions - External Turning (Negative Insert)  [D.0.C. Indicates Radius]

8 % Wl\(/ljzigi?acle Hardness Cutting Range Applications R%ﬁ;ﬂrﬂe‘;ﬁ(ﬁd R&c:ergnéfgggd Co(lgg)r—R Lower Limit - Recommenfiation - Upper Limit A
& Ve (sfm) D.O.C. (in) Feed Rate (ipr)
(Hgﬂissh;l% g  Contiuous XP cCX 1/32 | 980 - 1970 - 2620 | 0.008 - 0.020 - 0.028 0.003 - 0.005 - 0.008
Finishing Continuous F PV710 1/64 | 820 - 1150 - 1710 | 0.002 - 0.005 - 0.024 0.001 - 0.004 - 0.009 B
(SmallD.O.C) ' Interruption PV720 1/32 | 790 - 1050 - 1570 | 0.002 - 0.006 - 0.024 | 0.002 - 0.005 - 0.010
Finishing Continuous . TN610 1/64 | 820 - 1050 - 1310 | 0.008 - 0.020 - 0.028 0.003 - 0.005 - 0.008
(Gloss Oriented) ' nterruption TN620 1/32 | 790 - 1020 - 1210 | 0.008 - 0.020 - 0.028 | 0.003 - 0.005 - 0.008
Finishing Continuous . PV710 1/64 | 820 - 980 - 1210 | 0.008 - 0.020 - 0.028 0.003 - 0.005 - 0.008 c
(Tool Life Oriented) | nterruption PV720 1/32 | 790 - 950 - 1120 | 0.008 - 0.020 - 0.028  0.003 - 0.005 - 0.008
Finishing-Medium  Continuous Xa TN610 1/64 | 820 - 1050 - 1310 | 0.020 - 0.039 - 0.059 0.007 - 0.010 - 0.012
(Gloss Oriented)  nterruption TN620 1/32 | 790 - 920 - 1120 | 0.020 - 0.039 - 0.059 | 0.007 - 0.010 - 0.012 §§
Low Carbon Steel B Finishing-Medium | Continuous Xa PV710 132 | 820 - 980 - 1210 0020 - 0.039 - 0059 0.007 - 0.010 - 0,012 @=
Low Carbon Alloy | g | (Tool Life Oriented)  nterruption PV720 1/32 | 790 - 920 - 1120 | 0.020 - 0.039 - 0.059 | 0.007 - 0.010 - 0012 2
Vedium-Rougning | OO XS PV720 1/32 | 720 - 850 - 1050 | 0.031 - 0.059 - 0.079 0.010 - 0.012 - 0.016
Interruption CA515 1/32 | 520 - 690 - 850 |0.031 - 0.059 - 0.079 0.010 - 0.012 - 0.016
Rouging Continuous bG CA515 1/32 | 590 - 720 - 850 | 0.039 - 0.098 - 0.138 0.008 - 0.012 - 0.016 E
Interruption CA025P 3/64 | 490 - 660 - 790 0.039 - 0.098 - 0.138 0.008 - 0.012 - 0.016
Mediu-Roughing  Continuous o1 CA515 1/32 | 490 - 660 - 790 |0.059 - 0.118 - 0.177 0.010 - 0.014 - 0.018
High Feed Rate  nterruption CAO025P 3/64 | 390 - 590 - 720  0.059 - 0.118 - 0.177 | 0.010 - 0.014 - 0.018
Roughing Continuous on CA515 3/64 | 490 - 660 - 790  0.079 - 0.197 - 0.315 | 0.016 - 0.024 - 0.031 F
High Feed Rate  nterruption CA025P 116 | 390 - 590 - 720 | 0.079 - 0.197 - 0.315 | 0.012 - 0.020 - 0.028
Roughing Continuous PX CA515 3/64 | 490 - 660 - 790  0.079 - 0.197 - 0.315 | 0.016 - 0.024 - 0.031
(Low Cutting Force) | |nterruption | (Single Side) CA025P 116 | 890 - 590 - 720 0.079 - 0.197 - 0.315 0.012 - 0.020 - 0.028
Finishing Continuous WE PV710 1/32 | 660 - 820 - 1050 |0.012 - 0.020 - 0.039 0.008 - 0.012 - 0.016 G
(Time Orfented) | nterruption | (Wiper) CA515 1/32 | 520 - 720 - 920 |0.012 - 0.020 - 0.039 0.008 - 0.012 - 0.016
Finishing-Medium | Continuous WE PV710 1/32 | 590 - 720 - 920 | 0.039 - 0.079 - 0.118 0.008 - 0.012 - 0.016
(Time Orfented) | nterruption | (Wiper) CAO025P 1/32 | 430 - 590 - 790 |0.039 - 0.079 - 0.118 0.008 - 0.012 - 0.016
(Hgﬂisshgré% g  Contiuous PP ceX 132 | 660 - 980 - 1480 | 0.008 - 0.020 - 0.059 | 0.002 - 0.006 - 0.011 H
Finishing Continuous op ING10 1/64 | 660 - 820 - 1050 | 0.008 - 0.020 - 0.059 0.002 - 0.006 - 0.011
P (Gloss Oriented) | |nterruption 1/32 | 590 - 750 - 980 | 0.008 - 0.020 - 0.059 | 0.002 - 0.008 - 0.014
Finishing Continuous op PV710 1/64 | 660 - 820 - 1050 | 0.008 - 0.020 - 0.059 0.002 - 0.006 - 0.011 J
(Tool Life Oriented) | nterruption PV720 1/32 | 660 - 790 - 950 |0.008 - 0.020 - 0.059 0.002 - 0.008 - 0.014
Medium Carbon Steel| 2| Finishing-Medium | Continuous pa TN610 1/32 | 590 - 750 - 980 | 0.020 - 0.059 - 0.098 0.004 - 0.008 - 0.012
Medium Carbon Alloy | 5 (Gloss Oriented) | |nterruption TN620 3/64 | 520 - 720 - 850 | 0.020 - 0.059 - 0.098 0.004 - 0.007 - 0.010
Finishing-Medium  Continuous pa PV710 1/32 | 520 - 690 - 920 | 0.020 - 0.059 - 0.098 0.004 - 0.008 - 0.012 K
(Tool Life Oriented) | nterruption CA025P 1/32 | 460 - 660 - 790 | 0.020 - 0.059 - 0.098 | 0.004 - 0.007 - 0.010
Vedium-Rougning | OO bG CA515 1/32 | 490 - 660 - 790 | 0.039 - 0.098 - 0.138 0.008 - 0.012 - 0.016
Interruption CA025P 3/64 | 390 - 530 - 660  0.039 - 0.098 - 0.138 0.008 - 0.012 - 0.016
Mediu-Roughing  Continuous o1 CA515 1/32 | 300 - 590 - 750 |0.059 - 0.118 - 0.177 0.010 - 0.014 - 0.018 M
High Feed Rate  nterruption CA025P 3/64 | 330 - 490 - 660 0.059 - 0.118 - 0.177 0.010 - 0.014 - 0.018
Roughing Continuous on CA515 3/64 | 390 - 590 - 750 | 0.079 - 0.197 - 0.315 | 0.016 - 0.024 - 0.031
High Feed Rate Interruption CA025P 1/16 | 330 - 490 - 660 |0.079 - 0.197 - 0.315 0.012 - 0.020 - 0.028
Roughing Continuous PX CA515 3/64 | 390 - 590 - 750 | 0.079 - 0.197 - 0.315 | 0.016 - 0.024 - 0.031 N
(Low Cutting Force) | interruption | (Single Side) | cA025P 116 | 330 - 490 - 660 |0.079 - 0.197 - 0.315 0.012 - 0.020 - 0.028
(Hgﬂissh;g% g  Contiuous PP ceX 1/32 | 660 - 980 - 1310 | 0.008 - 0.020 - 0.059 | 0.002 - 0.006 - 0.011
Finishing Continuous op TN610 1/64 | 490 - 660 - 920 | 0.008 - 0.020 - 0.059 0.002 - 0.006 - 0.011 P
(Gloss Oriented) | |nterruption TN620 1/32 | 460 - 590 - 790 | 0.008 - 0.020 - 0.059 | 0.002 - 0.008 - 0.014
Finishing Continuous op PV710 1/64 | 390 - 590 - 850 | 0.008 - 0.020 - 0.059 0.002 - 0.006 - 0.011
(Tool Life Oriented) | nterruption CA515 1/32 | 330 - 490 - 660 |0.008 - 0.020 - 0.059 0.002 - 0.008 - 0.014
Fiishing Mo | COTMU0U8 pa CA515 1/32 | 300 - 520 - 720 | 0.020 - 0.059 - 0.098 0.006 - 0.010 - 0.012 R
High Carbon HB Interruption CA025P 1/32 | 330 - 460 - 590 | 0.020 - 0.059 - 0.098 0.006 - 0.008 - 0.010
Alloy 280 ‘ | Continuous CA515 1/32 | 390 - 490 - 660 | 0.039 - 0.079 - 0.118 | 0.008 - 0.012 - 0.020
Medium-Roughing PG
Interruption CA025P 1/32 | 330 - 430 - 590 |0.039 - 0.079 - 0.118 0.006 - 0.008 - 0.012
Mediu-Roughing  Continuous o1 CA515 1/32 | 330 - 460 - 590 | 0.059 - 0.118 - 0.177 0.010 - 0.014 - 0.018 T
High Feed Rate  nterruption CA025P 3/64 | 260 - 390 - 520 0.059 - 0.118 - 0.177 | 0.010 - 0.014 - 0.018
Roughing Continuous CA515 3/64 | 330 - 460 - 590  0.079 - 0.197 - 0.315 | 0.016 - 0.024 - 0.031
High Feed Rate | nterruption PH CAO025P 116 | 260 - 390 - 520 |0.079 - 0.197 - 0.315 0.012 - 0.020 - 0.028
Roughing Continuous PX CA515 3/64 | 330 - 460 - 590  0.079 - 0.197 - 0.315 | 0.016 - 0.024 - 0.031
(Low Cutting Force) | |nterruption | (Single Side) CA025P 1/16 | 260 - 390 - 520 |0.079 - 0.197 - 0.315 0.012 - 0.020 - 0.028
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RECOMMENDED CUTTING CONDITIONS

B Recommended Cutting Conditions - External Turning (Negative Insert)  [D.O.C. Indicates Radius]

S fref : o
8 W’\(A)z;ggfe e Gutting Range Applcations R%%?mbmeided Rfcorgne]endded COEEFR Lower Limit - Recommendation - Upper Limit
- § [PlelrEEEr SR ElEE (RE) Ve (sfm) D.O.C. (in) Feed Rate (ipr)
Finishing Continuous PQ TNG20 1/32 | 390 - 520 - 660 | 0.020 - 0.039 - 0.059  0.003 - 0.006 - 0.008
(Gloss Oriented) Interruption 1/32 | 330 - 390 - 490 | 0.020 - 0.039 - 0.059 0.002 - 0.004 - 0.006
Finishing Continuous MQ CA6515 1/64 | 390 - 590 - 790 | 0.020 - 0.039 - 0.059 | 0.003 - 0.006 - 0.008
‘ Interruption CA6525 1/32 | 330 - 520 - 720 |0.020 - 0.039 - 0.059 | 0.002 - 0.004 - 0.006
Stg'”'elss HB " Medium-Roughing | Continuous - CA6515 1/64 | 390 - 520 - 660 | 0.039 - 0.079 - 0.118 | 0.004 - 0.008 - 0.012
(Ausiﬁmc) 200 | (Chip Control Oriented) | Interruption CAB525 1/32 | 260 - 460 - 590  0.039 - 0.079 - 0.118 0.008 - 0.012 - 0.016
Medium-Roughing | Continuous MU CA6515 1/64 390 - 520 - 660 | 0.039 - 0.079 - 0.118 | 0.006 - 0.010 - 0.014
(Sharpness Oriented) | Interruption CA6525 1/32 | 260 - 460 - 590 |0.039 - 0.079 - 0.118 0.006 - 0.010 - 0.012
Roughing Continuous Standard CA6515 1/32 | 330 - 460 - 590 | 0.039 - 0.079 - 0.157 | 0.008 - 0.012 - 0.016
M Interruption CA6525 3/64 | 260 - 390 - 490 | 0.039 - 0.079 - 0.157  0.008 - 0.012 - 0.016
Finishing Continuous 1/32 | 330 - 390 - 490 | 0.020 - 0.039 - 0.059  0.002 - 0.004 - 0.006
o (Gloss Oriented) Interruption PQ L0 1/32 | 260 - 330 - 390 |0.020 - 0.039 - 0.059 0.002 - 0.003 - 0.004
Z
Z9 Finishing Continuous MQ CA6515 1/64 | 330 - 390 - 490 | 0.020 - 0.039 - 0.059  0.003 - 0.006 - 0.008
22 Stainless Interruption CA6525 1/32 | 260 - 330 - 390 | 0.020 - 0.039 - 0.059 | 0.002 - 0.004 - 0.006
Steel HSB Medium-Roughing | Continuous MS CA6515 1/64 | 330 - 390 - 490 | 0.039 - 0.059 - 0.079  0.004 - 0.006 - 0.010
(Precipitation 300 | (Chip Control Oriented) | Interruption CA6525 1/32 | 260 - 330 - 390 |0.039 - 0.079 - 0.118 | 0.004 - 0.006 - 0.008
Hardened) Medium-Roughing | Continuous CAG515 | 1/64 | 330 - 390 - 490 | 0.039 - 0.059 - 0.079 0.004 - 0.006 - 0.010
(Sharpness Oriented) | Interruption Ly CA6525 1/32 | 260 - 330 - 390 0.039 - 0.079 - 0.118 0.004 - 0.006 - 0.008
Roughing Continuous Standard CA6515 1/32 | 260 - 330 - 390 | 0.039 - 0.079 - 0.118 | 0.008 - 0.012 - 0.016
Interruption CA6525 3/64 | 200 - 260 - 330 | 0.039 - 0.079 - 0.157  0.008 - 0.012 - 0.016
Continuous , KBN475 1/32 | 1310 - 2620 - 3940 | 0.002 - 0.008 - 0.020 | 0.004 - 0.008 - 0.012
High Speed Machining | Continuous CPYinIg:ggtker KBN900 3/64 | 1640 - 2950 - 3940 | 0.004 - 0.020 - 0.039 | 0.002 - 0.004 - 0.008
Interruption KBN900 3/64 | 1640 - 2300 - 2950 | 0.020 - 0.039 - 0.059 | 0.002 - 0.004 - 0.008
Finishing Continuous Standard PV7005 1/32 | 980 - 1150 - 1310 0.020 - 0.039 - 0.059 | 0.004 - 0.008 - 0.012
(Gloss Oriented) | Interruption PV720 1/32 | 490 - 660 - 980 | 0.020 - 0.039 - 0.059  0.003 - 0.006 - 0.008
HB Finishing Continuous KA30 3/64 | 980 - 1640 - 2300 | 0.012 - 0.020 - 0.039  0.004 - 0.008 - 0.012
Grﬁfoga“ = (Ceramic) Continuous | Without PT600M 1/32 | 980 - 1480 - 1970 0.012 - 0.020 - 0.039 | 0.004 - 0.008 - 0.012
250 Medium Continuous | Chipbreaker | ©S7050 3/64 | 980 - 1480 - 1800 | 0.039 - 0.079 - 0.118  0.006 - 0.010 - 0.014
(Ceramic) Interruption KS6050 3/64 | 820 - 1310 - 1640 | 0.039 - 0.079 - 0.118  0.006 - 0.008 - 0.012
Medium Continuous KH CA310 1/32 | 660 - 820 - 980  0.020 - 0.079 - 0.098 | 0.004 - 0.008 - 0.012
K Interruption CA315 3/64 | 490 - 660 - 820 | 0.020 - 0.079 - 0.098 0.003 - 0.006 - 0.008
Roughing Continuous KH CA310 1/32 | 660 - 820 - 980  0.039 - 0.079 - 0.157 | 0.008 - 0.012 - 0.016
Interruption CA315 3/64 | 490 - 660 - 820 | 0.039 - 0.079 - 0.157  0.008 - 0.012 - 0.016
High Speed Machining Cont?nuous Without KBN60M 1/64 | 660 - 980 - 1310 0.004 - 0.012 - 0.020 | 0.004 - 0.006 - 0.008
Continuous = Chipbreaker | PT600M 1/32 | 660 - 820 - 1150 0.004 - 0.020 - 0.039 0.004 - 0.008 - 0.016
" Finishing Continuous Standard PV7005 1/32 | 490 - 820 - 980 0.020 - 0.039 - 0.059 | 0.004 - 0.008 - 0.012
Nodular Gast Iron < (Gloss Oriented) | Interruption PV720 1/32 | 390 - 660 - 820 | 0.020 - 0.039 - 0.059  0.003 - 0.006 - 0.008
270 Medium Continuous KG CA310 1/32 | 490 - 660 - 820 0.020 - 0.079 - 0.098 | 0.004 - 0.008 - 0.012
Interruption CA315 3/64 | 390 - 590 - 720 | 0.020 - 0.079 - 0.098 0.003 - 0.006 - 0.008
Roughing Continuous KG CA315 1/32 | 490 - 660 - 820 0.039 - 0.079 - 0.157 | 0.008 - 0.012 - 0.016
Interruption KH CA320 3/64 | 390 - 590 - 720 | 0.039 - 0.079 - 0.157  0.008 - 0.012 - 0.016
H'QTGSICE’S‘Z‘deZ";aCCZ;“”Q Continuous Cr}%‘g:ggﬁer KPDO001 1/64 | 980 - 2620 - 6560 | 0.002 - 0.020 - 0.039 0.002 - 0.004 - 0.008
Non-ferrous Metals " Finishing Continuc?us A3 PDLO25 1/64 | 1310 - 1640 - 2300 0.020 - 0.039 - 0.079 | 0.004 - 0.008 - 0.010
N o iy s e pee s 1o10 1640 590 10080 0038 0078 G004 - 3006 - G010
L ontinuous - - . - 0. - 0. . - 0. - 0.
Auminum Aloys 1% Finishing Interruption e AE 1/32 1310 - 1640 - 2300  0.020 - 0.039 - 0.079 | 0.004 - 0.008 - 0.010
Medium Connnugus AH KW10 1/32 | 660 - 980 - 1640 0.039 - 0.079 - 0.138|0.004 - 0.012 - 0.016
Interruption 1/32 | 660 - 980 - 1640 0.039 - 0.079 - 0.138|0.004 - 0.012 - 0.016
Precision Finishing | Continuous | Without KPDOOT 1/64 | 330 - 490 - 590 0.002 - 0.012 - 0.020 | 0.001 - 0.004 - 0.006
(Glossy Surface) Interruption | Chipbreaker 1/64 | 230 - 390 - 490 | 0.002 - 0.012 - 0.020 0.001 - 0.003 - 0.004
Tianium Aloys HéB Finishing Cont\nuc?us Ma SWO5 1/64 | 130 - 230 - 330  0.008 - 0.020 - 0.039 | 0.002 - 0.008 - 0.012
400 Interruption 1/64 | 130 - 230 - 330 | 0.008 - 0.020 - 0.039 | 0.002 - 0.006 - 0.008
Medium Connnugus MU SWO5 1/32 | 130 - 200 - 260 | 0.020 - 0.039 - 0.118|0.004 - 0.010 - 0.014
Interruption 1/32 | 130 - 200 - 260 | 0.020 - 0.039 - 0.118|0.004 - 0.008 - 0.012
o Continuous PR005S 1/64 | 100 - 180 - 300  0.008 - 0.012 - 0.039 | 0.002 - 0.003 - 0.006
S Finishing ) MQ
Interruption PR015S 1/32 | 80 - 150 - 230 | 0.008 - 0.020 - 0.039 | 0.002 - 0.004 - 0.008
" Medium Continuous sQ PR005S 1/32 | 100 - 180 - 300  0.012 - 0.020 - 0.059 | 0.004 - 0.007 - 0.014
Hoat-resistant Alloys < Interruption PR015S 1/32 | 80 - 150 - 230 | 0.012 - 0.020 - 0.059 | 0.004 - 0.007 - 0.014
350 Continuous sG PR005S 1/32 | 100 - 180 - 300  0.020 - 0.079 - 0.157 | 0.004 - 0.012 - 0.016
Roughing Interruption PR015S 1/32 | 80 - 150 - 230 | 0.020 - 0.079 - 0.157 | 0.004 - 0.012 - 0.016
Continuous sX PR005S - 100 - 180 - 300 | 0.020 - 0.079 - 0.157 0.006 - 0.012 - 0.018
Interruption PR015S - 80 - 150 - 230 |0.020 - 0.079 - 0.157 0.006 - 0.012 - 0.018
40-50 Finishing Continuous PQ s 1/32 | 200 - 330 - 390 0.004 - 0.012 - 0.020 | 0.002 - 0.003 - 0.004
HRC Interruption |~ Standard 1/32 | 100 - 160 - 230 | 0.004 - 0.012 - 0.020 | 0.002 - 0.003 - 0.004
0D Continuous ) 1/32 | 200 - 250 - 325  0.008 - 0.020 - 0.028 | 0.002 - 0.004 - 0.006
Finishing Without PT600M
Hardened Steel 50~65 ) Chipbreaker
H Liard Matoriols HRC Continuous 3/64 | 100 - 125 - 200 | 0.008 - 0.020 - 0.028  0.002 - 0.004 - 0.006
Finishing Cont\nuo.us ME KBNO5M 1/32 | 325 - 500 - 650 | 0.002 - 0.012 - 0.020 | 0.002 - 0.003 - 0.004
50~68 Interruption MET 3/64 | 300 - 450 - 600 | 0.002 - 0.012 - 0.020 | 0.002 - 0.003 - 0.004
HRC Medium COntinugus Without KBNS00 3/§4 250 - 325 - 400 |0.020 - 0.039 - 0.079 0.002 - 0.004 - 0.008
Interruption | Chipbreaker Radius | 225 - 300 - 350 | 0.012 - 0.028 - 0.039  0.002 - 0.004 - 0.006
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